TYPICAL STREET SECTION
50-FT RIGHT-OF-WAY

I 50' {
ROW** ‘
34'
B/C TO BIC
17 ,
RW 8 B/C | 8 RW
| LANDSCAPE ¢ LANDSCAPE
| SIDEWALK 2 2 SIDEWALK |/ G |
| , C&G | C&G | |
| I I
| & 15 | 15 g _ |
' PUE ' THRU | THRU PUE !
1.5% 2% 2%

@ THE CITY ENGINEER RESERVES THE RIGHT TO MODIFY THIS RIGHT-OF-WAY BASED ON @ THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD

THE SPECIFIC NEEDS OF THE LOCAL STREET. SPECIFICATIONS, SECTION 301.
@ ASPHALTIC CONCRETE PAVEMENT: @ CONCRETE ROLL CURB PER MAG STD. DET. 220, TYPE C. VERTICAL CURB &
A. THE THICKNESS SHALL BE A MINIMUM OF 2.5" AND SHALL CONSIST OF GUTTER PER MAG STD. DET. 220 TYPE A MAY BE UTILIZED TO CONVEY
ONE LIFT STORMWATER AS NECESSARY.
B. ALL CONSTRUCTION MATERIALS SHALL CONFORM TO MAG STANDARD @ 5-FT ATTACHED CONCRETE SIDEWALK.

@ SPECIFICATIONS, SECTIONS. 321 AND 710.
BASE COURSE SHALL BE 9" THICK MINIMUM. ALL CONSTRUCTION MATERIALS SHALL
CONFORM TO MAG STANDARD SPECIFICATIONS, SEC.'S 310 AND 702.
**PER ARIZONA REVISED STATUTES TURF IS NOT ALLOWED IN RIGHT OF WAY. *ALL SIDEWALKS ABUTTING SCHOOLS SHALL BE 10-FT WIDE MINIMUM

S | CITY OF AVONDALE LOCAL STREET “D.

A1000 STANDARD DETAIL SECTION _P_”E .;4,, (,; - o




TYPICAL STREET SECTION
60-FT RIGHT-OF-WAY

L 60. |
ROW** ‘
34"
B/C TO BIC
17" ,
R/W BIC | R/W
¢ / :
! — 2 ‘ 2 . !
l | C/IG C/IG l |
| & | 13 15 | 15 13 e |
' LANDSCAPE—~{ _ | | LANDSCAPE i
: PUE SIDEWALK THRU | THRU SIDEWALK PUE
1.5% 2% 2% 15%
Lo\o \g
I B G |5
MIN. MIN.
(D) THE CITY ENGINEER RESERVES THE RIGHT TO MODIFY THIS RIGHT-OF-WAY (3 BASE COURSE SHALL BE 9" THICK MINIMUM. ALL CONSTRUCTION MATERIALS
BASED ON THE SPECIFIC NEEDS OF THE LOCAL STREET. SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECTIONS 310 AND 702.
(@) ASPHALTIC CONCRETE PAVEMENT: (@ THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD
A. THE THICKNESS SHALL BE A MINIMUM OF 2.5 AND SHALL SPECIFICATIONS, SECTION 301,
CONSIST OF 1 LIFT, (5) 6" VERTICAL CURB & GUTTER PER MAG STD. DET. 220, TYPE A,
B. ALL CONSTRUCTION MATERIALS SHALL CONFORM TO MAG STANDARD (6) STREETSCAPE ZONE. DESIGN MUST BE APPROVED BY CITY STAFF AND MEET ALL
SPECIFICATIONS, SECTIONS 321 AND 710. SIGHT DISTANCE REQUIREMENTS.
(D 5-FT DETACHED CONCRETE SIDEWALK.
**BER ARIZONA REVISED STATUTES TURF IS NOT ALLOWED IN THE RIGHT OF WAY *ALL SIDEWALKS ABUTTING SCHOOLS SHALL BE 10-FT WIDE MINIMUM.

DETAIL NO.

A1001

off CITY OF AVONDALE LOCAL STREETSCAPE Dl 0. L lelond

STANDARD DETAIL SECTION RE - 07 6%




TYPICAL STREET SECTION
60-FT RIGHT-OF-WAY

AND/OR PEDESTRIAN REFUGE AREAS.
@ ASPHALTIC CONCRETE PAVEMENT:
A. THE THICKNESS SHALL BE A MINIMUM OF 5" AND SHALL CONSIST 8-FT ATTACHED CONCRETE SIDEWALK.
OF 2 LIFTS.
B. ALL CONSTRUCTION MATERIAL SHALL CONFORM TO MAG STANDARDS
SPECIFICATIONS, SECTIONS 321 AND 710.

NO PARKING
60' .
ROW** ‘
30" |
ROW ‘
42'
B/C TOB/C
RIW 21" , R/W
B/C | /@
—pp-{ | 2' 2' ——— |—-_—
: C/IG ¢ C/IG :
| | |
I , , l
|' ' ——I LANDgcAPE = 15' ! 15' =] LANDSS)CAPE I—— ' A‘
| PUE SIDEWALK THRU ‘ THRU SIDEWALK PUE |
/ \
(1) ADDITIONAL RIGHT-OF-WAY SHALL BE PROVIDED WHERE NECESSARY TO (3) BASE COURSE SHALL BE 12" THICK MINIMUM. ALL CONSTRUCTION MATERIALS
ACCOMMODATE DUAL LEFT TURN LANES, RIGHT TURN LANES, TRANSIT STOPS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECTIONS 310 AND 702.

@ THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARDS
SPECIFICATIONS, SECTION 301.

(6) CONCRETE VERTICAL CURB & GUTTER PER MAG STD. DET. 220, TYPE A

DETAIL NO.

A1002

g CITY OF AVONDALE
D4 STANDARD DETAIL

**PER ARIZONA REVISED STATUTE TURF IS NOT ALLOWED IN THE RIGHT OF WAY. *ALL SIDEWALKS ABUTTING SCHOOLS SHALL BE 10-FT WIDE MINIMUM.

INDUSTRIAL COLLECTOR

SECTION




TYPICAL STREET SECTION
80-FT RIGHT-OF-WAY

NO PARKING
L 80‘ |
ROW** I
50" ,
B/C TOB/C |
25' ,
B/C |
R/W R/W
2' ¢ 2' / @
CIG | C/G
I | | |
I I 15' | ! 15' l |
' 8l , 12| 7! I 7l 12! 8! I
| { ANDSCAPE —=| | . -~ ANDSCAPE .
| PUE SIDEWALK J 4 L THRU TURN | TURN THRU J 4 L SIDEWALK PUE
. BIKE BIKE .
1.5% 00 29 15% A,
) 1. l]

(1) ADDITIONAL RIGHT-OF-WAY SHALL BE PROVIDED WHERE NECESSARY TO
ACCOMMODATE DUAL LEFT TURN LANES, RIGHT TURN LANES, TRANSIT STOPS

AND/OR PEDESTRIAN REFUGE AREAS.
(2) ASPHALTIC CONCRETE PAVEMENT:
A. THE THICKNESS SHALL BE A MINIMUM OF 3.5" AND SHALL CONSIST OF 2 LIFTS.
B. ALL CONSTRUCTION MATERIALS SHALL CONFORM TO MAG STANDARD
SPECIFICATIONS, SECTIONS 321 AND 710
(3) BASE COURSE SHALL BE 10" THICK MINIMUM. ALL CONSTRUCTION MATERIALS
SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECTIONS 310 TO 702.

** PER ARIZONA REVISED STATUTES TURF IS NOT ALLOWED IN RIGHT OF WAY.

CLEAR SPACES VARIES

3!

MIN. TYP.)

@ THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD
SPECIFICATIONS, SECTION 301.

(6) 6-FT MEANDERING CONCRETE SIDEWALK.

6" CONCRETE VERTICAL CURB & GUTTER PER MAG DETAIL 220, TYPE A.

*ALL SIDEWALKS ABUTTING SCHOOLS SHALL BE 10-FT WIDE MINIMUM.

DETAIL NO.

A1003

gl CITY OF AVONDALE
{ STANDARD DETAIL

MINOR COLLECTOR
SECTION

AP?VED EW&) g

BATE: F
cpé.l o? -0 3




TYPICAL STREET SECTION
100-FT RIGHT-OF-WAY

NO PARKING
. 100" .
| ROW** |
74
B/C TO B/C
R/W 37 R/W
| B/C TO CL o |
l 2 7|7 — e
| | C/IG TURN | TURN | |
| g ! LAND133'CAPE .12 12 12 12 LAND183C')APE g |
| PUE | SIDEWALK THRU THRU THRU THRU SIDEWALK | PUE |
T : : T
i BIKE BIKE i
1.5% 2, 20 1.5%
—-_1 1 |_6u ol 10| . _-Z_l_6" 7'_@'» . 1 OI _—<_1 1 |_6|I _—1 CII_EAR SPACE VAR'ES
THRU ' THRU B/C ' BIC THRU ' THRU (3" MIN.TYP.)
———fn- 2' 2' |————
(1) ADDITIONAL RIGHT-OF-WAY SHALL BE PROVIDED WHERE NECESSARY TO (@ THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD
ACCOMMODATE DUAL LEFT TURN LANES, RIGHT TURN LANES, TRANSIT STOPS SPECIFICATIONS, SECTION 301.
AND/OR PEDESTRIAN REFUGE AREAS. (5) 6-FT MEANDERING CONCRETE SIDEWALK.
(2) ASPHALTIC CONCRETE PAVEMENT: (6) CONCRETE VERTICAL CURB & GUTTER PER MAG STD. DET. 220, TYPE A
A. THE THICKNESS SHALL BE A MINIMUM OF 4" AND SHALL CONSIST OF 2 LIFTS. (7) A RAISED MEDIAN OPTION MAY BE IMPLEMENTED WHERE APPROVED BY CITY
B. ALL CONSTRUCTION MATERIALS SHALL CONFORM TO MAG STANDARD STAFF. IT REQUIRES A WIDER MEDIAN WITH REDUCED THRU LANES (SEE
SPECIFICATIONS, SECTIONS 321 AND 710 DIMENSIONS BELOW STREET SECTION).
(3) BASE COURSE SHALL BE 10" THICK MINIMUM. ALL CONSTRUCTION MATERIALS SHALL
CONFORM TO MAG STANDARD SPECIFICATIONS, SECTIONS 310 TO 702.
** PER ARIZONA REVISED STATUTES TURF IS NOT ALLOWED IN THE RIGHT OF WAY. *ALL SIDEWALKS ABUTTING SCHOOLS SHALL BE 10-FT WIDE MINIMUM.
DETAIL NO. e APP '
A1004 d CITY OF AVONDALE MAJOR COLLECTOR
DATE:
STANDARD DETAIL SECTION oY 6F -5




TYPICAL STREET SECTION

130-FT RIGHT-OF-WAY
NO PARKING

, 130°

ROW**
98'
49" B/C Tp B/C

R/|W B/C TO CL q; R/\lN/_@
| 2| 4' 4| 2|
|

[ |
CIG BIKE ‘ BIKE T ciG |

. 16' 16' .
| g 12 12| 19 19' | 12 12 8 |
' pUE Lg\l"éDEﬁvclfLiE THRU |~ THRU ‘ MEDIAN MEDIAN ‘ THRU™ |~ THRU LANDSCAPE—=j=1, ;- |
| |
] |

SIDEWALK i
Future Median

1. 5% 29, 2% 1.5%
\© FUTURE THRU LANES \CLEAR SPACE VARIES
(3'MIN. TYP))

(1) ADDITIONAL RIGHT-OF-WAY SHALL BE PROVIDED WHERE NECESSARY TO

(3 BASE COURSE SHALL BE 12" THICK MINIMUM. ALL CONSTRUCTION MATERIALS
ACCOMMODATE DUAL LEFT TURN LANES, RIGHT TURN LANES, TRANSIT STOPS

SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECTIONS 310 AND 702.

AND/OR PEDESTRIAN REFUGE AREAS.
(2) ASPHALTIC CONCRETE PAVEMENT:
A. THE THICKNESS SHALL BE A MINIMUM OF 5" AND SHALL CONSIST
OF 2 LIFTS.
B. ALL CONSTRUCTION MATERIALS SHALL CONFORM TO MAG STANDARD
SPECIFICATIONS, SECTIONS 321 AND 710

** PER ARIZONA REVISED STATUTES NO TURF IS ALLOWED IN THE RIGHT OF WAY.

(4) THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD
SPECIFICATIONS, SEC. 301.

(5) CONCRETE SINGLE CURB PER STD. DET. 222, TYPE A.

(8) 8-FT MEANDERING CONCRETE SIDEWALK.

(7) CONCRETE VERTICAL CURB & GUTTER PER MAG STD. DET. 220, TYPE A.

* ALL SIDEWALKS ABUTTING SCHOOLS SHALL BE 10-FT WIDE MINIMUM.

DETAIL NO.

A1005

2@l CITY OF AVONDALE
STANDARD DETAIL

PHASED ARTERIAL SECTION Apﬁ’:f/ w. LAl

o4 - o? o%

(INSIDE) p




TYPICAL STREET SECTION
130-FT RIGHT-OF-WAY

NO PARKING
, 130’ ,
ROW**
76'
38" B/C Tp B/C
RW B/C ¢ RNV
! 2| o - o o 2! /_—@
| ' CIG CIG |
] 8 l_L aniaeape o | 12 0 | rs 75| tos 12 || L e APE“ g
l PUE | SIDEWALK THRU THRU B/C |, B/C THRU THRU SIDEWALK PUE l
| ‘ BIKE - 2 | 2 BIKE | '
1.5% 2% 2% /_® /—@ 1.5%
| STMArORTIN | :_L_E=EE;L‘"— ____r—__ EE= .,. e —
_ 12 12' 8' 8' 12' 128 |
THRU THRU 'TURN ' TURN' THRU THRU CLEAR SPACE VARIES
(15' MIN. TYP.)
FUTURE THRU LANES FUTURE THRU LANES
(1) ADDITIONAL RIGHT-OF-WAY SHALL BE PROVIDED WHERE NECESSARY TO ACCOMMODATE ~ (4) THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD
DUAL LEFT TURN LANES, RIGHT TURN LANES, TRANSIT STOPS AND/OR PEDESTRIAN SPECIFICATIONS, SECTION 301.
REFUGE AREAS. (5) 8-FT MEANDERING CONCRETE SIDEWALK.
(2 ASPHALTIC CONCRETE PAVEMENT: (6) CONCRETE VERTICAL CURB & GUTTER PER MAG STD. DET. 220, TYPE A
A. THE THICKNESS SHALL BE A MINIMUM OF 5" AND SHALL CONSIST OF 2 LIFTS. (7) A CENTER PAVED OPTION MAY BE IMPLEMENTED BY CITY STAFF. IT REQUIRES
B. ALL CONSTRUCTION MATERIALS SHALL CONFORM TO MAG STANDARD A16' TWO WAY LEFT TURN LANE STRIPING SCHEME (SEE DIMENSIONS BELOW
SPECIFICATIONS, SECTIONS 321 AND 710 STREET SECTION).

(3) BASE COURSE SHALL BE 12" THICK MINIMUM. ALL CONSTRUCTION MATERIALS SHALL
CONFORM TO MAG STRANDARD SPECIFICATIONS, SECTIONS 310 AND 702.

** PER ARIZONA REVISED STATUTES NO TURF IS ALLOWED IN THE RIGHT OF WAY. * ALL SIDEWALKS ABUTTING SCHOOLS SHALL BE 10-FT WIDE MINIMUM.

B wa ity oF avonpaLe | PHASED ARTERIAL SECTION

A1006 STANDARD DETAIL (OUTSIDE)




TYPICAL STREET SECTION
130-FT RIGHT-OF-WAY
6 LANE SECTION

NO PARKING
. 130" ‘
ROW™**
08'
49 B/C TO B/C
RIW B/C Q RIW
| . . . |
| 2 2 2 N |
| C&G C&G C&G i
- sl 25
I 8"LLANS§CAPE 12 1 _|_ 105 _| [ 75 75 1o 5 _|_ 1 12 LAN;S‘SCAPE_J_ g |
_’: PUE T e WALK THRU THRU | THRU B/IC | BIC THRU | THRU THRU SIDEWALK | PUEr_
| 1.5% BIKE 2% BIKE 15%
r\_@ﬁ L® \ @ -® @ = “’T@
LEAR SPACE VARIES
(3'MIN. TYP.)

@ ADDITIONAL RIGHT-OF-WAY SHALL BE PROVIDED WHERE NECESSARY TO

@ THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD

ACCOMMODATE DUAL LEFT TURN LANES, RIGHT TURN LANES, TRANSIT STOPS

AND/OR PEDESTRIAN REFUGE AREAS.
@ ASPHALTIC CONCRETE PAVEMENT:

A. THE THICKNESS SHALL BE A MINIMUM OF 5" AND SHALL CONSIST OF 2 LIFTS.

SPECIFICATIONS, SECTION 301.

(6) 8-FT MEANDERING CONCRETE SIDEWALK.

B. ALL CONSTRUCTION MATERIALS SHALL CONFORM TO MAG STANDARD

SPECIFICATIONS, SECTIONS 321 AND 710

@ BASE COURSE SHALL BE 12" THICK MINIMUM. ALL CONSTRUCTION MATERIALS
SHALL CONFORM TO MAG STRANDARD SPECIFICATIONS, SECTIONS 310 AND 702.

** PER ARIZONA REVISED STATUTES NO TURF IS ALLOWED IN THE RIGHT OF WAY.

CONCRETE VERTICAL CURB & GUTTER PER MAG STD. DET. 220, TYPE A.

(7) CONCRETE VERTICAL CURB & GUTTER PER MAG STD. DET. 220, TYPE A

DETAIL NO.

A1007

off CITY OF AVONDALE
{ STANDARD DETAIL

ARTERIAL SECTION

* ALL SIDEWALKS ABUTTING SCHOOLS SHALL BE 10 FT WIDE MINIMUM.




186"
A 40'x40'

150™ RIGHT TURN BAY

‘ 225" ‘

158" {

l~—50.5 BIC

| 70" r~—65'

A 40'x40'

~—=80' ROW

275'

NOTE: ALL DIMENSIONS TO FACE OF CURB UNLESS NOTED.

*LONGER STORAGE MAY BE REQUIRED BASED ON THE TRAFFIC STUDY.

DETAIL NO.

A1009

' CITY OF AVONDALE
{ STANDARD DETAIL

ARTERIAL - ARTERIAL

INTERSECTION (SINGLE LEFT) |”

4

DATE:

ou-63-5%




220"

' 173 |

} 50:1 Lane Shift

158" |

T .
1
' 150" Right Turn Bay '
o&rF |
N

— i —— e ——

200™ DUAL LEFT TURN LANE

J? = | T — e _ e
' L 12'* I/ e ee—— ——— o
67« 80" 12'] / >
B/C(— ROW 11| / 1 65! 49! 11|
- 12 / 20R
- ROW B/C 12
S T | I I N S A [ =
o} = T2 -
56l_' 12! [ L o
, | 65 49 11
61 BIC= 80 11 4 2
ROW B/C 12
— 11 — —
———T1
. A
0 ’ 70" 65"
= e -

—~—=80' ROW

NOTE: ALL DIMESIONS ARE TO FACE OF CURB UNLESS NOTED

*LONGER STORAGE MAY BE REQUIRED BASED ON THE TRAFFIC STUDY.

R®

DETAIL NO.

A1010

pagl CITY OF AVONDALE
 STANDARD DETAIL

INTERSECTION (DUAL LEFTS)

ARTERIAL - ARTERIAL  [J° . 4 44

DATE: _ : 7




C
<DE STA 0+00 STA 13+20 STA 26+40 ot
) [ S=
& VoA 27 & O
1% b
or = M
) W /74 ] { 2 S o
o =
< 32T
o2
<t
=
'_
L n
Q<
X o STA 26+40 J STA 39+60 STA 52480 A
n o
=P A / /):5 S
O = N _,
= O <
Y e
o XL b &
<8 E
b= <
NOTES:
1. BUS STOPS SHALL BE STRATEGICALLY PLACED EVERY 1/4 MILE ON ARTERIAL AND MAJOR COLLECTOR STREETS.
2. ONE MILE AND ONE HALF MILE STOPS SHALL BE PER COA STD. DET. A1260
3. QUARTER MILE AND EIGHTH MILE (IF WARRANTED) STOPS SHALL BE PER COA STD. DET. A1261 ONLY.
4. ADDITIONAL BUS STOPS MAY BE ADDED, AND SPACING ARE SUBJECT TO CHANGE BASED ON THE DIRECTION OF THE CITY
ENGINEER.
DETAIL NO. APPROVED BY:, o
| CITY OF AVONDALE DESIGNATED BUS Dl 1. /L

A1012

STANDARD DETAIL STOP LOCATIONS M oy

'o:?-ébfé




400'
MAX

777777

L7
1
I

R - 54' TO RIW (MIN.)
R1 - 46' TO B/C (MIN.)
R2 - 25' TO B/C (MIN.)

/

7

R -59' TO RW (MIN.)
R1 - 46' TO B/C (MIN.)

R2-25TOB/C(MIN.) ~ i 1 N\
T \ § N
[ —— NON—— -
/ N — — 1

LOCAL STREET LOCAL STREETSCAPE

_—e,— —_———— e e —_— —_—

/

777777
ann

DETAIL NO.

g CITY OF AVONDALE

A1015 STANDARD DETAIL CUL-DE-SAC (CENTERED)




R - 54' TO R (MIN.)
R1-46' TO B/C (MIN.)
R2 - 25' TOB/C ( MIN)

&2

— —

Y4

s
/< <\
/s A\
27
ll . ’ ‘ \
IN I’ ]
R1
\ /
| > A 8 PUE
| / i
I\ [ 'R2 400'
| MAX
| |
| |
| . [5'SW
|
|

7

LOCAL STREET

L

/

8' PUE

TS S IS

R-59 TO RW (MIN.)
R1-46' TOB/C (MIN.)
R2-25'TO B/C (MIN.)

—_—

2/

LOCAL STREETSCAPE

DETAIL NO.

Al1016

uf CITY OF AVONDALE
§ STANDARD DETAIL

CUL-DE-SAC (OFFSET)

Apﬁmw % ' " . 4:

DA'IE.‘ aéi a? 0{_% |




| I | NI
\ | N | \ [ |
I | I |
/ / t\\ | / } § o
,8’ / / \ | I ,8’ / / | l
/ N i /7 |
s NI |
P N ‘ | ‘ |
, ’ § : B/C ALIGNMENT I B/C ALIGNMENT
7 T i
/7 . I %
// " ] : P :
/ 7 | N| |
/ I § |
[ R | L
‘\ | T ‘I_|L 5 SIDEWALK IANK | 5 SIDEWALK
\ | |
\\\ | NIl
\\ | : 5' SIDEWALK § | :
L o
| | |
NN | |
\ : N |
\\ | I N | {
| |2 RW | 25 R | 30 RN :
: ! 17_|_17 . 17 | .
8 PUE “ g e ’- 8 PUE el N rvs PUE
R - 58' TO RW (MIN.) R - 63' TO RW (MIN.)
R1-50' TOBIC (MIN.) LOCAL STREET R1-50'TOB/C (MIN.) LOCAL STREETSCAPE
R2 - 50' TO B/C (MIN.) R2 - 50' TO BIC (MIN.)
DETAIL NO. APPROVED BY: i/
aagdl CITY OF AVONDALE ,b,,‘w,/ P, f A /
A1017 STANDARD DETAIL BIRDSEYE R . o7 '&% 7




_ e ] —

7
| iZn
l B/C | BIC |
gpuE | (Ul25 | 25 g pue
3 l 3
5' SIW 4: 41. 5' SIW
T " | 7

R -54' TO R/W (MIN.)
R1-46' TO B/C (MIN.)
R2 - 50' TO B/C (MIN.)
R3-20' TO B/C (MIN.)

LOCAL STREET

\
- \
\
L\
IS "l
_____ |
!
. I/
| B/C | B/C} [
gpUE | | 30'_, 30 | s puE
ssw_ . P10 . 5sw
T
smin_ (L N ZIETYY
] 2y

R-63' TORMW (MIN.)
R1-50'TO B/C (MIN.)
R2 - 50" TO B/C (MIN.)
R3-20'TOB/C (MIN.)

LOCAL STREETSCAPE

DETAIL NO.

A1018

B CITY OF AVONDALE
STANDARD DETAIL

KNUCKLE

AP:@’MVED_B% 2 .. /

DATE: J
: 09-0¥v3%




20'
1
R 28' 26" R 28
1 30' ACCEPTABLE ALTERNATE
HAMMERHEAD TO 120' HAMMERHEAD
20'
+ SEE * 55' RADIUS FOR TEMPORARY ROADS
NOTES
R 28'>/ 50
) 0~
20 MIN.
R 28
20'
110 ACCEPTABLE ALTERNATE
CUL-DE-SAC TO 120' HAMMERHEAD
NOTE: SIGNING AND MARKINGS FOR "NO PARKING" AND "TURN AROUND ONLY" SHALL BE REQUIRED.
| il CITY OF AVONDALE TEMPORARY TURN

A1019

STANDARD DETAIL

AROUNDS




CENTER OF INSIDE CENTER OF INSIDE
THROUGH LANE THROUGH LANE \

D3 \

T E 5 5o PoBe o 5 D ST
ID— 15' FROM
o _
— — \
CENTER OF OUTSIDE J/ b } D
THROUGH LANE 1 | I 2

* DESIGN SPEED 1S POSTED SPEED LIMIT
PLUS FIVE (5) MPH. FOR ARTERIALS AND

TWO LANE STREET FOUR LANE STREET

COLLECTORS DESIGN SPEED SHALL NOT DESIGN | RIGHTTURN | | EFT TURN | LEFT TURN DESIGN | RIGHTTURN | | EFT TURN | LEFT TURN
BE LESS THAN 30 MPH. SPEED* | ORCROSSING | ONTO THRU |FROM THRU SPEED* | ORCROSSING | NTO THRU | FROM THRU
MOVEMENT | "y T e D e DVERh | Dy (FEET)| Dg (FEET)
* 5 FEET MEASURED TO NEAREST LANE D4 (FEET) 2 3 1 (FEET) 2 3
LINE OR CENTER LINE. 30 290 335 245 30 355 400 310
35 335 390 285 35 415 465 365
NOTES: 40 385 445 325 40 475 530 415
- 45 430 500 ggg 45 530 600 465
1. DETAIL PERTAINS TO ALL 20 480 955 gg ‘2?,8 ‘732‘8 ;Z;;g
INTERSECTIONS AND TO
COMMERCIAL/SHOPPING CENTER ng:ﬁu?zNR SIX LANE STREET
DRIVEWAYS. GROUND COVER, FLOWERS, AND GRANITELESSTHAN | DESIGN |- 28 oG | REFT TURN | LEFT TURN
2. INCREASED SIGHT VISIBILITY 24" (MATURE) IN HEIGHT, OR TREES TRIMMED TO SPEED™ | M ovEment | ONTO THRU | FROM THRU
TRIANGLES MAY BE REQUIRED 7' CLEARANCE ABOVE FINISHED GRADE ALLOWED IN D4 (FEET) | P2 (FEET)| D3 (FEET)
THROUGH HORIZONTAL AND THIS AREA.
VERTICAL CURVES PER AASHTO. 30 420 420 335
3. FOR HALF STREET, PHASED, OR 28 ggg ggg 222
PARTIAL IMPROVEMENTS, SIGHT VALUES FOR D ARE BASED ON 2004 AASHTO 45 630 630 500
DISTANCE SHOULD BE BASED ON INTERSECTION SIGHT DISTANCE GUIDELINES. 50 700 700 555
ULTIMATE CONDITIONS. 55 770 770 610
DETAIL NO. APPROVED 8Y: . 4
Al 0 2 0 CITY OF AVONDALE | SIGHT DISTANCE REQUIREMENTS FOR ,bc,,d/ W. fo A e,
| STANDARD DETAIL | ARTERIAL AND COLLECTOR STREETS ™™ o4. 0% - éfé,




R || ] ]
| |
| 1
KEY LOT KEY LOT
| T o |
I [ | | | ‘ | ‘ | |1 |
T j —1 |~ 5 MIN. | oY | 5 MINj—~] = | | [ 15 FCTYP.
e E /A I \\—— S
]
15' FC TYP. \ ——
JE— — — — / — — — B — p— —_— — e
T —_— SIGHT DISTANCE TYP. — INSIDE EDGE OF
PARKING LANE
- eTYP- - -
NOTES:

1. CITY OF AVONDALE ALLOWS THE DRIVEWAY TO BE WITHIN 5' OF ADJACENT BACK WALL.

2. NO STRUCTURES OR LANDSCAPING ABOVE 24" IN HEIGHT ALLOWED IN THIS AREA EXCEPT TREES WITH BRANCHES NOT LESS THAN
7' ABOVE THE GROUND.
STREET DESIGN SPEED| SIGHT DISTANCE
LOCAL 30 MPH 290 FEET
MINOR COLLECTOR 35 MPH 335 FEET
DETAIL NO. APPROVED BY;, o
A1022 || TOUNOWAS | KEY LOT SIGHT DISTANCE  |skest - 4%




i/

\ INSTALL SIGN POST AND BASE PER A1033 IN
MIDDLE OF RADIUS (2' BACK OF WALK MIN.) :

INSTALL SIGN POST, BASE, PER A1033 AT
RADIUS POINT FOR 'T' TYPE AND 4-WAY INTERSECTIONS

/A

DETAIL NO.

A1030

SIGN LOCATIONS ON
LOCAL STREETS

APFT}&)VE:Dj BY:7W. ' . .
DA

ME oy a_f;.;b% SRS




= =
=& o W MUTCDR2-1-(XX)
[ <C
< S=
S /STA 0+00 d d 1 d d STA 26+40\ 25 MUTCD R8 3A SIGN POST
= STA 5+28 STA 10+56 STA 15+84 STA 21+12 N OgQ PER COA
g b N ( b b — So 2' | | /~STD. DET. A1033
E b = © MIN
<C @ [O XS] —] | —
3 2'
X% °= = MmN
L=
= Be
59 ., SIDEWALK / \_CURB AND
X S 2 GUTTER
o & STA 26+40 STA 52+80 g ®
Se '\ 4 4 JL___ 9 i N E
o ¥ STA 31468 STA 36+96 STA 42+24 STA 47452 Y =
L ' N 7
§ g |° |° |° |° E ~
<O 7 <
= £e
NOTES:
1. SIGNING SHOWN ONLY REPRESENTS THE PLACEMENT OF THE NO-PARKING AND SPEED LIMIT SIGNS. ADDITIONAL SIGNING MAY BE REQUIRED
DEPENDING ON EACH INDIVIDUAL SITUATION.
2. THE SPACING OF THE NO-PARKING SIGNS SHOULD BE 528' (1/10 MILE) APART, BUT MAY VARY UP TO 50' IF SIGN CAN BE MOUNTED ONTO AN EXISTING
POLE OR A STREET LIGHT POLE.
3. NO-PARKING SIGNS SHALL BE R8-3A 24"X24" UNLESS OTHERWISE NOTED.
4. SPEED LIMIT SHALL BE DETERMINED BY THE CITY ENGINEER AND THE SPEED LIMIT SIGN SHALL BE R2-1 24"X30" IN SIZE. THERE SHALL BE 4 SPEED

8.

LIMIT SIGNS PER MILE AS SHOWN ABOVE.
[F BIKE LANE EXISTS, USE "NO PARKING BIKE LANE" R7-9A SIGN IN PLACE OF R8-3A.

ALL SIGNS SHALL BE IN ACCORDANCE WITH THE MOST RECENT EDITION OF THE MUTCD.

DETAIL NO.

A1031

@ CITY OF AVONDALE SIGN LOCATIONS ON Apfﬁ)wk) ;g’
STANDARD PETAIL ARTERIAL STREETS  |™" ow-0z-%




NOTES:

1. STREET NAME SIGN AND STOP SIGN MOUNTING HEIGHT SHALL BE MEASURED
FROM ADJACENT GRADE OF SIDEWALK, TOP OF CURB OR TOP OF NEAREST

PAVEMENT.

2. WHEN NO STOP SIGN IS REQUIRED THE STREET NAME SIGN IS MOUNTED AT 9

FEET 6 INCHES.

3. WHEN TWO OR MORE STREET NAME SIGNS ARE MOUNTED ONE ON TOP OF THE

OTHER, THE HEIGHT IS MEASURED TO THE BOTTOM SIGN.

E 96300«@m ST

ADAMS

STREET NAME SIGN PER

COA DETS. A-1035 OR A-1036
SIGN MOUNTING PER COA DET.

A1033, DETAIL A

SIGN POST
COA STD. DET. A1033

SLEEVE AND ANCHOR
PER COA DET. A1033.
DETAILB

DETAIL NO.

A1032

STANDARD DETAIL

STREET NAME SIGN
INSTALLATION

AP?ﬁD"BY:y'b . ' .

TE: R ‘
M o @-?,~0%




SEE
DETAILA

N 11%4," X 3%," THREAD X 5" @
SIGN / ﬁ ?-— CORNER BOLT WITH %" SELF
LOCKING NUT
O) POST—/

DETAILA

: SIGN MOUNTING
- e

. 2 o Ol 2

MIN. ° 2l 5 1%e" X 1 %" THREAD EACH
: J2Q g END X %" @ CORNER BOLT
- : x| & = WITH %5" SELF LOCKING
posT| [ oo NUTS
:=—2'MIN.BEHIND—|  £[Z C
]  CURBORAT SlW i DETAIL B
: BACK OF I & ANCHOR ASSEMBLY
: SIDEWALK o|g &
. oW =
: Zs LEGEND
e SEE ° (DPOST - 1%" X 1%, SQUARE PERFORATED 0.105"
r : / DETAIL B GALVANIZED STEEL TUBING
of - (@) SLEEVE - 2" X 24" X 12", SQUARE PERFORATED
T 4] W of 1 0.105 GALVANIZED STEEL TUBING
- - o] 12 N (3) ANCHOR - 2" X 2" X 36", SQUARE PERFORATED 0.105" GALVANIZED
/ 18 @O—% ‘ T, STEEL TUBING
SWPER-/ MIN. o Feve [
PLANS ol 36 NOTES:
2R 1. SIGN POST, SLEEVE AND ANCHOR PER COA
ANC@HOTV: SUPPLEMENTAL SPEC SECTION 1001.4
e
DETAIL NO. e APPROVED BY: ;/ P
| CITY OF AVONDALE : ,baw«/ W fo A,




/ NO LEFT TURN SIGN
:\
MEDIAN _D:/
R4-7
\—’J
ARTERIAL, LOCAL, COLLECTOR .
r /——4) —
' ¥
1 SIGN POST PER -
COA STD. DET.
2 A1033
- x OM-3L
& @ E
<
NOTES: : %
NOTES: :
ON THE BACK OF ALL MEDIANS, WHERE TURNING MOTIONS WILL : -
NOT BE MADE ADJACENT TO THE MEDIAN THE FOLLOWING TO BE INSTALLED AT ALL ARTERIAL-ARTERIAL, -
) ) \ R
S e 2
(D PAINT BULL NOSE YELLOW WITH REFLECTIVE BEADS AND RPM'S OR ;
OrR NEAREST THE INTERSECTION. :
(@ INSTALL OBJECT MARKER OR :
MEDIANS TO BE CONSTRUCTED PER DETAIL :
(® INSTALL R4-7 (NO OM REQUIRED) M0, :
THIS SHOULD ALSO BE USED ON LOCAL / COLLECTOR STREETS
WITH MEDIANS INTERNAL TO SUBDIVISIONS. * INSTALL SIGNS PER MUTCD

DETAIL NO.

T ANDARD DEYAL MEDIAN SIGNAGE a6, £

) : 7
STANDARD DETAIL oy.op -8

A1034




/ GREEN DIAMOND GRADE / 2" CLEARVIEW FONT

. : /

WASHINGT

1000~>

4 CLEARVIEW FONT

WIDTH AS NECESSARY

NOTES:

1. STREET NAME SIGNS TO BE INSTALLED AT ALL UNSIGNALIZED INTERSECTIONS.

2. ALL REFLECTIVE SHEETING SHALL BE "HIGH INTENSITY GRADE".

3. STREET NAME SIGNS IN PRIVATE COMMUNITY ARE SUBJECT TO CHANGE AS REQUIRED BY CITY EMERGENCY SERVICES DEPARTMENT.

4. USE CLEARVIEW FONT

DETAIL NO.

A1035

gl CITY OF AVONDALE
Y STANDARD DETAIL

COLLECTOR/LOCAL STREET
NAME SIGN

Apfbovso BY:

DATE: .
o 011 o? o%




WIDTH AS NECESSARY

3"

et —] | —

.|

6 CLEARVIEW FONT

NOTES:

/ -
3" CLEARVIEW FONT

1. STREET NAME SIGNS TO BE INSTALLED AT ALL UNSIGNALIZED INTERSECTIONS.

2. ALL REFLECTIVE SHEETING SHALL BE "HIGH INTENSITY GRADE".

3. STREET NAME SIGNS IN PRIVATE COMMUNITY ARE SUBJECT TO CHANGE AS REQUIRED BY CITY EMERGENCY SERVICES DEPARTMENT.

4. USE CLEARVIEW FONT.

3

DETAIL NO.

A1036

gl C17Y OF AVONDALE
{ STANDARD DETAIL

ARTERIAL STREET NAME
SIGN

APﬁ)VED »BY 7@ f |

DATE:
A’.» 04# o? oéés




FIGURE 1 FIGURE 2 FIGURE 3 FIGURE 4
TWO LANE STREET MULTI-LANE STREET TWO LANE STREET FOUR LANE STREET WITH
AT INTERSECTION TURN LANE AT INTERSECTION
4| E J TURNN ‘ L
\ ‘ I \ ‘ ”TURN ‘ ‘
FIGURE 5 FIGURE 6 FIGURE 7
FOUR LANE STREET SIX LANE STREET (M) PAVEMENT MARKER
WITH TURN LANE WITH MEDIAN (2-WAY REFLECTIVE BLUE)
TURN Z
LANE - 5 -0
=

NOTES:

1. ALL MARKERS TO BE STIMSONITE MODEL 911 AB (BLUE) OR APPROVED EQUAL.

2. MARKERS TO BE LOCATED IN CENTER OF THE INSIDE THRU LANE NEAREST THE FIRE HYDRANT.

DETAIL NO.

A1037

STANDARD DETAIL

PAVEMENT MARKERS FOR
FIRE HYDRANTS

DATE
o4 - o? —oa

T 0. f Lk




TURN LANE

BIKE LANE

) _ NOTE: IF TURN LANE EXCEEDS
8 100", ADD SECOND ARROW 10’
FROM BACK END OF LANE LINE.

6' FROM CURB RETURN OR BEGINNING OF RIGHT TURN BAY

NOTE: CONTRACTOR SHALL ONLY INSTALL RPM'S ON ARTERIAL / COLLECTOR STREETS WITH NO STREET LIGHTNING OR AS
OTHERWISE REQUIRED BY THE CITY ENGINEER.

DETAIL NO.

A1050

gl CITY OF AVONDALE
{ STANDARD DETAIL

PAVEMENT MARKING

DETAILS




—12— kb N3 .
: MILL 24" WID
O +~ N N N ™
SIDEWALK SEE NOTE 5
£
EXISTING CURB " A = 1 7 |4 12" WHITE THERMOPLASTIC PR YU SRENCT) SOPEEA i acre
AND GUTTER CENTER OF MARKINGS (PER MUTCD bbb \ L4
TRAVEL LANE | 2003 EDITION FIG. 3B-30 | o - EXISTING
(SEE NOTE 7) "OPTION B") ROADWAY — 24" I-— ‘ ASPHALT
| | | CENTER OF ~
— i — = OADWAY | WIDTH 6 .
VARIES 12' |
E -
EDGE OF MILL 24" BY 1 1/2" SECTION A-A
PAVEMENT B—=—L | | DEEP, SEE NOTE 5.
2' MAX.
B—— SIDEWALK (WIDTH VARIES)
12"
PLAN VIEW TAPER NEWAC
NOTES: . _ 1 "
1. CROSS-SECTION SHOWS APPROXIMATE ELEVATIONS FOR 3" SPEED HUMP. ; \ 7
2. SPEED HUMPS SHALL NOT BE PLACED OVER MANHOLES, WATER VALVES, TACK COAT
SURVEY MONUMENTS, JUNCTISNSCHAMBERS, IN CONFLICT WITH DRIVEWAYS, EXISTING CURB
OR ADJACENT TO FIRE HYDRANTS. AND GUTTER SECTION B-B
3. SPEED HUMPS MUST BE PLACED AT LOCATIONS APPROVED AND SPECIFIED BY
THE ENGINEERING DEPARTMENT.
4. SPEED HUMPS SHALL BE CONSTRUCTED WITH AN APPROVED D% COARSE HOT IMPORTANT:
MIX. PER CITY OF AVONDALE STANDARDS. A TACK COAT SHALL BE APPLIED
PRIOR TO APPLICATION OF PAVEMENT. TO GAIN MAXIMUM EFFECT, SPEED HUMPS MUST BE THE FULL 3".
5. EXISTING ROADWAY SHALL BE MILLED A WIDTH OF 24" AND MINIMUM DEPTH OF SPEED HUMPS SHALL BE 3" HIGH WITH AN ALLOWABLE MAXIMUM
1%" AROUND THE PERIMETER OF SPEED HUMP. TOLERANCE OF + 0.25". CONTRACTORS MUST NOT EXCEED THIS
HEIGHT BASED ON CONSIDERATION FOR EMERGENCY AND FIRE
6. CONTRACTOR MUST PROVIDE VERIFICATION OF CROSS-SECTION DIMENSIONS. DEPARTMENT VEHICLES. BECAUSE OF THIS CONCERN, ANY SPEED
7. SPEED TABLES INSTALLED ON MULTI-LANE COLLECTOR ROADWAYS SHALL HAVE HUMPS CONSTRUCTED OVER 3.25" MUST BE CORRECTED AT THE
I\EAAFS{KINGS INSTALLED FOR EACH CENTER OF TRAVEL LANE WHERE LANE LINES CONTRACTORS EXPENSE.
XIST.
DETAIL NO.
CITY OF AVONDALE SPEED HUMP
Al 060 STANDARD DETAIL




MILL 24" WIDE
SEE NOTE 5

3" HIGH

VA, 4

SIDEWALK
EXISTING CURB S/ AT~ [ 12 WHITE THERMOPLASTIC
AND GUTTER  CENTER OF MARKINGS (PER MUTCD
TRAVELLANETNy— — 2003 EDITION FIG. 3B-30
"OPTION B"
(SEENOTED) [ | | TONE) centeroF ROMDIAY
ROADWAY
| : VARIES
EDGE OF 5 |~ MILL 24 BY 1 172"
PAVEMENT I P I DEEP, SEE NOTE 5.
B —~— SIDEWALK
PLAN VIEW
NOTES:

1.
2.

CROSS-SECTION SHOWS APPROXIMATE ELEVATIONS FOR 3" SPEED TABLE.

SPEED TABLES SHALL NOT BE PLACED OVER MANHOLES, WATER VALVES,
SURVEY MONUMENTS, JUNCTION CHAMBERS, IN CONFLICT WITH DRIVEWAYS,
OR ADJACENT TO FIRE HYDRANTS.

SPEED TABLES MUST BE PLACED AT LOCATIONS APPROVED AND SPECIFIED BY
THE ENGINEERING DEPARTMENT.

6’ 10" 6' \EXISTING
ASPHALT
SECTION A-A
2' MAX.
(WIDTH VARIES)
12"
TAPER
. — NEWA.C.
Z 1. \_ z
- TACK COAT
EXISTING CURB
AND GUTTER SECT'ON B-B
IMPORTANT:

S T U DS
. A LE STANDARDS. L BE APPL
TO GAIN MAXIMUM EFFECT, SPEED TABLES MUST BE THE FULL 3".
PRIOR TO APPLICATION OF PAVEMENT. ’
SPEED TABLES SHALL BE 3" HIGH WITH AN ALLOWABLE MAXIMUM
5. EXISTING ROADWAY SHALL BE MILLED A WIDTH OF 24 AND MINIMUM DEPTH OF TOLERANCE OF # 0.25". CONTRACTORS MUST NOT EXCEED THIS
17" AROUND THE PERIMETER OF SPEED TABLE. HEIGHT BASED ON CONSIDERATION FOR EMERGENCY AND FIRE
6. CONTRACTOR MUST PROVIDE VERIFICATION OF CROSS-SECTION DIMENSIONS. $EE£\SST'\£|§:ITS\T/§S§TLEE§-OE*/E%USSE I\OMFJSTHLS Cé)c;\lCRE;cNT' é\é‘JXTSIT’EEED
25" MUST BE COR
7. SPEED TABLES INSTALLED ON MULTI-LANE COLLECTOR ROADWAYS SHALL HAVE CONTRACTORS EXPENSE.
II\EA)/(\IFS<$INGS INSTALLED FOR EACH CENTER OF TRAVEL LANE WHERE LANE LINES
DETAIL NO. APPROVED BY: A 7
CITY OF AVONDALE /@ mw/ w. LA / e
A1061 SPEED TABLE escid 0. L e
STANDARD DETAIL ol 07 5%




DIRECTION
TRAVEL

! CONCRETE POLE
FOUNDATION PER

COA STD. DET. A1074

N

¢ ARTERIAL STREET

2

NO.7 PULL BOX (TYP.) -~

S A | I\
_/ —__-- ’;EO// a0 \\8

/’ JUNCTION BOX CENTERED )
AT 1/2 DELTA. 2' OFF OF

/) (/\‘ RIGHT OF WAY ig\ |

I

RIGHT OF WAY ]\ A\ -
! JUNCTION BOX CENTERED 1
| AT 1/2 DELTA 2' OFF OF | ' |
RIGHT OF WAY i i
44 EA)PV.C.
CONDUIT CONCRETE

PULL BOX LOCATION

ENCASED (TYP.) SEE
COA STD. DET A1071

DETAIL NO.

A1070

ot CITY OF AVONDALE
- STANDARD DETAIL

TRAFFIC SIGNAL INTERCONNECT
CONDUIT INSTALLATION

APPROVED BY: /

DATE: R ' 4
olf-o¥ -—o%




— A.C. SURFACE COURSE
(THICKNESS VARIES)

A.C. BASE COURSE

4 MIN
: T
ELSE REPLACE (TYP.) (THICKNESS VARIES)
SUBGRADE
L L L Amsssian g s g LA
S SN
EXIST. PAVING “X(K = ¢ SRR
TOREMAN 7 XX
QIR 3 /\\,\\,&\,\ K
6" 4 MIL WARNING TAPE K | gl
"CAUTION FIBER OPTIC LINE </> 12" MIN 2
BELOW">? *
K
(#10 AWG) :
4-2" SCHEDULE 80 PVC — . f
CONDUIT M 1-5ACK CLSM PER MAG
BRICK AT 8' SPACING SEENOTE7 | SECTION 604 AND 728
TRENCH SECTION A

(PAVED)

NOTES:

1.
2.

TRENCH DEPTH VARIES BASED ON CONFLICTS WITH EXISTING UTILITIES.

BID ITEM FOR PROVIDING A TRENCH THAT IS A MINIMUM OF 36" DEEP INCLUDES
INSTALLING FIBER OPTIC DUCT AND PROVIDING BACKFILL COMPLETE IN PLACE. THIS
ITEM SHALL PROVIDE A MINIMUM COVER DEPTH OF 30" OVER THE CONDUIT DUCT.
ALL WARNING TAPE, CONDUIT SPACERS, BRICKS AND COMPACTION WILL NOT BE
PAID FOR DIRECTLY BUT SHALL BE CONSIDERED INCIDENTAL TO THE UNIT PRICE BID
OF ITEM, TRENCHING (36") AND INSTALLATION OF FIBER OPTIC DUCT, AND BACKFILL,
COMPLETE IN PLACE".

BORING SHALL BE ALLOWED WITH PRIOR APPROVAL FROM THE CITY.

iF THE CONDUIT ROUTING IS MODIFIED TO CROSS AN EXISTING PORTLAND CEMENT
CONCRETE DRIVEWAY THE CONDUITS SHALL BE PLACED BY BORING. ALL ASPHALT
DRIVEWAYS MAY BE TRENCHED.

PAVEMENT REPLACEMENT PARALLEL TO THE DIRECTION OF TRAFFIC
REQUIRES COMPLIANCE TO MAG STD. DET. 200 "T-TOP" MODIFIED WITH A.B.C.
BACKFILL PER SECTION 702 AND 601.

PAVEMENT REPLACEMENT TRANSVERSE TO THE DIRECTION OF TRAFFIC
REQUIRES COMPLIANCE TO MAG STD. DET. 200 "T-TOP" MODIFIED WITH
1-SACK CLSM PER SECTION 728 AND 604 FROM TOP OF PIPE ZONE THROUGH

NN s NZ
NATIVE BACKFILL AND"S //\\/§\ /<\> \\///\ 4
COMPACTION PER MAG '\(/Q\\ GRS
SECTION 601, ///\\ /%
6" 4 MIL WARNING TAPE —/3 =1
"CAUTION FIBER OPTICLINE & 3
BELOW"
COPPER LOCATOR WIRE
(#10 AWG) \EB
/
4-2" SCHEDULE 80 PVC SEE NOTE 7
CONDUIT
TRENCH SECTION B
(UNPAVED)

. ALL CONDUIT BENDS SHALL BE CONCRETE ENCASED FOR A MINIMUM OF TWO (2)

FEET BEYOND EACH END OF THE BEND.

. A1 SACK OF CEMENT SLURRY BACKFILL SHALL BE USED THROUGH THE PIPE ZONE

WHEN BACKFILLING CONDUITS INSTALLED IN A TRENCH IN PAVEMENT. CONDUITS
SHALL BE SUPPORTED AND ANCHORED IN THE TRENCH PRIOR TO BACKFILLING WITH
THE CEMENT SLURRY.

. TRENCH WIDTH MAY NOMINALLY VARY FROM 18" TO 22" BUT SHALL NOT EXCEED

24" IN WIDTH.

. A SINGLE CONTINUQUS INSULATED COPPER LOCATOR WIRE AWG #10 SHALL BE

INSTALLED ALONG THE ENTIRE LENGTH OF THE CONDUIT RUN.

DETAIL NO.

A1071

CITY OF AVONDALE

TRAFFIC SIGNAL INTERCONNECT
CONDUIT TRENCH DETAIL




COMMUNICATION COMMUNICATION
ALTERNATIVE CONDUIT ENTRY/EXIT “OMILE - 1 / SULL BOX 5VC CONDUIT DUCT va PULL BOX WALL
C_,.u_u.' [
) R=36" (M
B /36 PRECAST QUAZITE BOX 2 L (MIN) | BOX ADAPTER
[ 33" }\ COMMUNICATION CONDUIT, A T”\ LATERAL S
— / PER PLANS STUBOUT + CAP | GASKET
s , 2"PVC PRECAST QUAZITEBOX ~ CONDUIT TERMINATOR ADAPTER
%8 i Tgfg;’;‘f . GALVANIZED Z-BAR DETAILC PART PG 2436 BAZ0 T
A A WELDED FRAME " ; TR
i T = »— COMMUNICATION KNOCKOUTM%E - ik
’ o . R I "% /" CONDUIT, PER PLANS S
HOLD-DOWN B PULL BOX COVER & 1] \ - / HOLE NOMlNAL—o‘LIIZ KNOCKOUT
SOLT TopviEw ~MARKING LETTERSTO 7 4. f-—/— PRECAST QUAZITE 45 DIAMETER 5} HOLE NOMINAL
BE 2" MIN HEIGHT o I i EXTENSION = ZfET 45" DIAMETER
LIFT HOLE /. v [ =0 :
CONDUIT TERMINATOR — [~ ——— STEEL MESH SECTION B-B
P _ SECTION A-A 8" MIN
_ ADAPTER (TYP.) ALL AROUND
NOTES:
1. PULLBOX SHALL BE PROVIDED WITH COVER AND SPECIAL CONCRETE FOOTING. COVER 8. ADDITIONAL CONDUIT ENTRANCES AS SHOWN ON PLANS.
SHALL HAVE EMBOSSED NO-SKID PATTERN AND BE LABELED "TRAFFIC SIGNAL". 9. THERE SHALL NOT BE MORE THAN THE EQUIVALENT OF FOUR QUARTER BENDS (360
TOPS OF PULLBOXES SHALL BE FLUSH WITH SURROUNDING GRADE OR TOP OR ADJACENT DEGREES TOTAL) IN EITHER CONDUIT DUCT BETWEEN ENTRANCE LOCATIONS (PULLBOXES
2. CURB, EXCEPT IN UNPAVED AREAS WHERE PULLBOX IS NOT IMMEDIATELY ADJACENT TO AND AND/OR VAULTS).
PROTECTED BY A CONCRETE FOUNDATION, POLE OR OTHER PROTECTIVE CONSTRUCTION,  10. PULLBOX SHALL BE FURNISHED WITH FOUR KNOCKOUTS PER SHORT SIDE AND SIX
THE BOX SHALL BE PLACED WITH ITS TOP 0.75 INCH ABOVE SURROUND GRADE. WHERE KNOCKOUTS PER LONG SIDE.

PRACTICAL, PULLBOXES SHOWN IN THE VICINITY OF CURBS SHALL BE PLACED ADJACENTTO  11. ADDITIONAL CONDUIT ENTRANCES AS SHOWN ON PLANS.
THE BACK OF CURB, AND PULLBOXES SHOWN ADJACENT TO STANDARDS SHALL BE PLACED 12. SEE SPECIAL PROVISIONS REGARDING HOLD DOWN BOLTS FOR TRAFFIC COVERS.

ON SIDE OF FOUNDATION FACING AWAY FROM TRAFFIC, UNLESS OTHERWISE NOTED. 13. TERMINATORS FOR COMMUNICATION DUCTS AND LATERAL STUBOUTS MAY BE PROVIDED
ALL COVERS SHALL BE INTERCHANGEABLE BETWEEN BOXES. TOP OUTSIDE EDGE OF ALL INSTEAD OF KNOCKOUTS. WHEN KNOCKOUTS ARE USED, SPECIAL CONDUIT TERMINATORS
3. CONCRETE COVERS AND PULLBOXES SHALL HAVE A 0.25 INCH MIN. RADIUS. SHALL BE PROVIDED PER THE SPECIAL PROVISIONS.
WHEN PULLBOX IS INSTALLED IN SIDEWALK AREA, THE DEPTH OF THE BOX SHALL BE 14, ALL DIMENSIONS ARE NOMINAL AND SHALL BE CONSIDERED MINIMUM. VARIATIONS ARE
4. ADJUSTED SO THAT THE TOP OF THE BOX IS FLUSH WITH THE TOP OF THE SIDEWALK. ALLOWABLE.
PULLBOX SHALL NOT BE WITHIN THE BOUNDARIES OF NEW OR EXISTING WHEELCHAIR 15. ALL CONDUITS SHALL BE SEALED WITH COMPATIBLE SEALANT.
5. RAMPS. 16. ALL GROUND CONNECTIONS SHALL BE COATED WITH OXIDATION PROHIBITING COMPOUND.
ALL BENDS SHALL BE FACTORY BENDS. 17. ALL CABLE STRAPS SHALL BE DESIGNED TO WITHSTAND ULTRAVIOLET EXPOSURE.

6. CONTRACTOR SHALL ADAPT CONDUIT STUBOUTS FOR SPECIFIC PROJECT REQUIREMENTS 18- PULL BOXES SHALL BE SPACED EVERY 250 LINEAR FEET.
7. FOR SPECIFIC PROJECT REQUIREMENTS. AS A MINIMUM, ONE 2-INCH CONDUIT SHALL BE
STUBBED OUT AND CAPPED FOR FUTURE CITY OF AVONDALE USE.

DETAIL NO.

) CITY OF AVONDALE TRAFFIC SIGNAL ""fﬁ’ ::VA’) k4 M

A1072 STANDARD DETAIL JUNCTION BOX ME oyl ot -5%




A-POLE PER MCDOT STD. CONCRETE SINGLE CURB TRAFFIC SIGNAL POLE & PUSH
DET. 4738 PER MAG STD. DET. BUTTON (SEE NOTE 2). TRAFFIC

SIGNAL FOUNDATION (SEE NOTE 9)

222 TYPE "A" 6 B
CONCRETE SINGLE CURB 4
PER MAG STD. DET. é SIDEWALK 7A A ‘
222 TYPE "A" RAMP { '
/ - A rve) CONCRETE SINGLE CURB
TRAFFIC SIGNAL PER MAG STD. DET. 90°
FOUNDATION : 222 TYPE"A"
(SEENOTE 9), A A-POLE PER MCDOT
J—1 \ POLE FOUNDATION CONTRACTION JOINT _/ STD. DET. 4758 fg:?/s\g;ﬁgms
sBiC [[(@ % CENTERED AT (SEE NOTES) ( )
L 1/2 DELTA, 1' BACK OF :
4 SIDEWALK —
CONTRACTION —/ —
JOINT A R —
(SEE NOTES) \_ —_ —
68C—o] |- — TRAFFIC SIGNAL POLE — TRAFFIC SIGNAL POLE & PUSH ST'BEWALK RAMP
& PUSH BUTTON SIDEWALK RAMP BUTTON (SEE NOTE 2). TRAFFIC (TYP)
DETAIL 1 (SEENOTEZ) (TYP) DETAIL 2 SIGNAL FOUNDATION (SEE DETAIL 3
TRAFFIC NOTE 9)
SIGNAL NOTES:
POLE SIGNAL POLE 1. INSTALL CONCRETE ACCESS PAD IN ACCORDANCE TO THE REQUIREMENTS SPECIFIED IN MAG STD. DET. 230 FOR
6" FOUNDATION SIDEWALK CONSTRUCTION.
(SEE NOTE 9) 2. THE CONCRETE ACCESS PAD SHALL PROVIDE A MINIMUM 30"X48" CONCRETE SURFACE ADJACENT TO THE ADA
. PUSH BUTTON AS SHOWN.
f \— 3. ALL CONCRETE SHALL BE CLASS B PER MAG STD. SPECIFICATION SECTION 725.
/ SIDEWALK 4. SLOPE CONCRETE ACCESS PADS 1.5% TOWARDS SIDEWALK FOR DRAINAGE PURPOSES.
INSTALL 6" THICK (TYP) 5. INSTALL CONTRACTION JOINT BETWEEN CONCRETE ACCESS PAD AND SIDEWALK RAMP. IF SIDEWALK IS EXISTING,
CONCRETE ACCESS MATCH EXIST. INSTALL EXPANSION JOINT IN LIEU OF CONTRACTION JOINT.
PAD (SEE NOTE 4) SIDEWALK GRADE & 8%:\25 \;IC;HE_?\] g 301 MAX. SLOPE AT PERIMETER OF CONCRETE ACCESS PAD TO MATCH EXISTING, UNLESS
SECTION A-A (SEE NOTE 5) 7. THE TYPICAL DETAILS SHOWN ON THIS SHEET MAY REQUIRE MODIFICATIONS TO ACCOMMODATE EXISTING FIELD

CONDITIONS AS DIRECTED BY THE CITY INSPECTOR.

8. NEW CONCRETE ACCESS PAD SHALL NOT COVER OR INTERFERE WITH TRAFFIC SIGNAL OR PEDESTRIAN POLE
MOUNTINGS.

9. TOP OF SIGNAL POLE FOUNDATION SHALL MATCH CONCRETE ACCESS PAD (SEE SECTION A-A).

DETAIL NO.

A1073

a2 ¥ SIGNAL POLE LOCATIONS P‘Q”Z/f;i%




GROUND
/ LINE

v v

[l -
f

77

\ANCHOR BOLTS AS

REQ'D PER POLE
MANUFACTURER

SEE SCHEDULE FOR
REINFORCEMENT
INFORMATION

\#4 STIRRUPS

ALLOWABLE PASSIVE SOIL PRESSURE 100 PSF/FT 150 PSF/FT 200 PSF/FT
MAXIMUM PASSIVE SOIL PRESSURE 1,000 PSF 1,500 PSF 2,000 PSF
FOOTING DIVENSIONS A | B | REINFORCEMENT | A | B | REINFORCEMENT | A | B ] REINFORCEMENT
10 - #8 BAR W/ #4 10 - #8 BAR W/ #4 10-#8 BAR W/ #4
STIRRUPS AT 12 0.C. STIRRUPS AT 12 0.C. STIRRUPS AT 12" 0.C.
. ool o T 13- 27BARWHE | oo | ccoen | 13-#TBARWIHEE | o | smrn | 13-#7BARW/H2
35 MAST ARM 30" | 200" |oprpups AT120.0| 30" | 158" |sTiRrUPS AT 12 0| 30" | 10" [sTIRRUPS AT 12'0.C.
18 - #6 BAR W/ #4 18 -#6 BAR W/ #2 18 -#6 BAR W/ #
STIRRUPS AT 12" 0.C. STIRRUPS AT 12 0.C. STIRRUPS AT 12" O.C.
9-#8 BAR Wi #4 9-#8 BAR W/ #4 9-#3 BAR W/ #4
STIRRUPS AT 12" 0.C. STIRRUPS AT 12" 0.C. STIRRUPS AT 12" O.C.
. oo | o | 12-#7BARWIHS | e | vmoce | 12-#TBARWIH#E | aore | aw | 12-#7BARW/H4
40" MAST ARM 30" [ 273 |gnrrups AT 12 0c) 30 | 188" |stirrUPs AT 12 0.c.| 370" | 189" |sTIRRUPS AT 12 0.C.
16 - #6 BAR W/ #4 16 - #6 BAR W/ #4 16-#6 BAR W/ #
STIRRUPS AT 12' 0.C. STIRRUPS AT 12 0.C. STIRRUPS AT 12" 0.C.
10-#8BAR W/ #4 10-#8 BARW/ 4 10-#5BARW/ 74
STIRRUPS AT 12' O.C. STIRRUPS AT 12" O.C. STIRRUPS AT 12 0.C.
. von | orepe | 13-ETBARWIHE | mn | ce | 13-#7BARWIHA | aocw | qmae | 13-#7BARW/H4
45" MAST ARM 36" | 204" | orrrups AT 127 0.c| 38 | 159 [sTIRRUPS AT 1270.C.| 36 | 13" |sTIRRUPS AT 12 OLC.
17-#6 BAR W/ 4 17-#6 BAR W/ #4 17-#6 BAR W/ #4
STIRRUPS AT 12" 0.C. STIRRUPS AT 12" O.C. STIRRUPS AT 12" 0.C.
10-#8 BAR W/ #2 10 - #3 BAR W/ #4 10-#8 BAR W/ #4
STIRRUPS AT 12 0.C. STIRRUPS AT 12 0.C. STIRRUPS AT 12" 0.C.
. oo | v | 13-#TBARWIEE | pon | can | 13-#TBARWIEL | o | 4an | 13-#7BARW/#4
55" MAST ARM 4-0" 1 199" Iorrrups AT 127 0.cf 40" | 9% [stirrUPs AT 120.C| 40" | 129" |sTIRRUPS AT 12°0.C.
17-#6 BAR W/ #2 17-#6 BAR W/ #4 17-#6 BAR W/ #4
STIRRUPS AT 12" 0.C. STIRRUPS AT 12 O.C. STIRRUPS AT 12" 0.C.
NOTE:

1. THE FOOTING DESIGN DOES NOT APPLY TO TRAFFIC SIGNALS LOCATED NEAR THE TOP OF ESCARPMENTS OR RIDGES OR

IN THE UPPER HALF OF HILLS WITH ABRUPT GRADE CHANGES EXCEEDING 15 VERTICAL FEET.
2. FOOTING SIZES & REINFORCEMENT SHALL BE CONSTRUCTED USING THE "100 PSF/FT" VALUES (OUTLINED IN BOLD)
UNLESS A GEOTECHNICAL EXPLORATION & RECOMMENDATION ALLOWS FOR HIGHER SOIL CAPACITIES.
3. THE FOUNDATION DESIGN IS ADEQUATE TO SUPPORT SIGNAL POLES MANUFACTURED BY VALMONT INDUSTRIES, OR AN
APPROVED EQUAL PROVIDED THE MAXIMUM LOADING SHOWN ON THIS DETAIL IS NOT EXCEEDED. IF THE LOADS ARE
EXCEEDED, THE CONTRACTOR SHALL HAVE THE FOUNDATION ANALYZED BY A STRUCTURAL ENGINEER REGISTERED [N

THE STATE OF ARIZONA.

@ 12" oC.

4" CLR.

SEE SCHEDULE FOR
REINFORCEMENT
INFORMATION

SECTIONAA STIRRUPS

DETAIL NO.

A1074

N CITY OF AVONDALE
“ STANDARD DETAIL

TROMBONE STYLE TRAFFIC
SIGNAL POLE FOUNDATION

APEJ:WW" f

DATE: .
oy oF -o%

7




1)
2" STD. PIPE W/
FILTER SLEEVE

DETAIL 1
LUMINAIRE ARM END TENON

7 GA.
EXTENSION

11 GA. CONE

&l 1" THICK
1~ PLATE

(T=SHAFT WALL THICKNESS)

POLE TUBE WALL 3

+0
(2)-0.25" HEX
i

Tl(J)BO%THK. 7\
+0.,08"

. L
& AD STAINLESS g
S STEEL SCREWS 1 \TU?V
WALL
COVER MTG. CLIP HANDHOLE COVER THK.
11 GAUGE H.R.M.S. 3
SECTION A-A —
567 N 5’3 ]
v
T <7
A POLE BASE — 18X N
. 75N DIA+ 0.06" \
» A 2.50" X 2.75" SLOT
QJ DETAIL 4
POLE BASE

DETAIL 3 HANDHOLE

0.25" X 1.50"

DETAIL 1
{ DETAIL 3
3° RISE T
7 GA. DAVIT ARM S1GN MOUNT
26.5" BEND RADIUS S COASTD
ILLUMINATED SIGN PER DET. A1078
COA STD DET. A1077\ VARIES /
= =)
/ 2
o - ra
VARIES = / -
SEE DETAILS ON A1076-1 &
* FIELD ASSEMBLED SLIP JONTTO . &
ACHEVEATLEAST 15 TIMESTHE & %@
1.D. OF THE TOP SECTION. A 0.69" Al L-DETAIL 3
DIA. THRU HOLE WILL BE PROVIDED s
IN THE TOP SECTION FOR A 0.63" ;
DIA THRU BOLT WITH WITH NUT AND
oo serona gf JH DeaL
@ <~CONCRETE
POSITIONING OF THE ARM. < FOUNDATION
DETAIL4&5~ SEE COA STD
VARIES DET. A1074.

TROMBONE STYLE SIGNAL ARM AND POLE

NOTES:

1.

VERIFY ALL DIMENSIONS AND CONDITIONS PRIOR TO STARTING WORK. NOTIFY THE ENGINEER OF
ANY DISCREPANCIES OR INCONSISTENCIES, (I.E. BOLT CIRCLE WITH POLE MANUFACTURER).

VERIFY IN FIELD ALL EXISTING CONDITIONS SHOWN ON DRAWINGS.

ANY ENGINEERING DESIGN PROVIDED BY OTHERS AND SUBMITTED FOR REVIEW SHALL BEAR THE
STAMP (AND SIGNATURE) OF AN ENGINEER REGISTERED IN ARIZONA.

THE POLE MANUFACURER SHALL BE RESPONSIBLE FOR SPECIFYING ALL ANCHOR BOLT INFORMATION
(LE. DIAMETER, EMBEDMENT LENGTH, BOLT CIRCLE, MATERIAL ETC.) ENSURING THE ANCHOR BOLTS
ARE CAPABLE OF TRANSFERRING ALL APPLICABLE LOADS INTO TH

STAINLESS STEEL
. HEX BOLT
@ DETAIL 2
CONE ASSEMBLY 0.25"
THREADED
INSERT
= NUT COVER

-

\—BASE PLATE

DETAIL 5
NUT COVERS

(4FANCHOR BOLTS WITH (4
HEX NUTS AND (2) WASHER K"
PER BOLT. ANCHOR BOLT
GALVANIZED FULLY.

10"

an

1.50" X 5.50" X 5.50"
PLATE SIZE

DETAIL 6
ANCHOR BOLT

FOUNDATION WITHOUT

EXCEEDING THE MAXIMUM LOAD REQUIREMENTS SPECIFIED ON THIS DETAIL.

REFER TO CITY OF AVONDALE SUPPLEMENT TO MAG SPECIFICATIONS AND DETAILS PART 900 TRAFFIC

SIGNALS FOR SPECIFIC DESIGN DATA, FOUNDATION WORK, FOUNDATION CONCRETE AND SPECIAL

INSPECTIONS.

SEE COA STANDARD DETAIL A1075-1 FOR POLE AND MAST ARM SCHEDULE.

DETAIL NO.

A1075

g CITY OF AVONDALE
STANDARD DETAIL

TROMBONE STYLE SIGNAL
POLE DETAILS

AP,PE):WM. ;L/ / 4

DATE: - :
' ob.oc¥F - 0%__




TABLE 1: POLE AND MAST ARM SCHEDULE
POLE DATA BASE PLATE DATA ANCHOR BOLT DATA MAST ARM DATA
POLE SIGNAL ARM | BASE | TOP SQUARE | THK, | BOLT CIRCLE | \METER| LENGTH| BOLT | FIXED | FREE LENGTH
Rore | 7Y Csoan ) | o | i, [LENGTH| (THK) SEERE LT | Rance e o " |CIRCLE| END | END | GAUGE |~ ey,
: : BC1 | BC2 “ | DA | DIA
Q | 1 35 13.00" | 950" | 25-0" | 0.25"| 25.00" | 2.00" | 23.50"| 24.50"| 225" 70" | 2400 | 948" | 400" | 3 37
Q | 1 40 1550" | 12.00"| 25-0" | 0.44" | 25.00" | 2.00" | 2350"| 24.50" | 2.25" 70" | 24.00" | 1244"| 654" | 3 42
R | 1 45 1550" | 12.00"| 25-0" | 0.44" | 25.00" | 2.00" | 2350"| 24.50"| 2.25" 70" | 24.00' | 1300"| 642° | 3 47
R | 1 50 17.00" | 1350" | 250" | 044" | 25.00" | 2.00" | 23.50'| 2450"| 225" 70" | 2400 | 1384"| 654" | % 52
R | 4 55 17,00 | 1350" | 25-0" | 0.44" | 25.00" | 2.00" | 23.50"| 24.50" | 2.25" 70" | 2400 | 1454"| 654" | % 57
% SEE DETAIL 4 ON COA STD. DET. AM075
DETAIL NO. APP OVED 'BY:' ' . .
AT075-1 | CITY OF AVONDALE POLE AND MAST ARM  [Pelw. ¢ 44,0
- J DATE: R By B —
STANDARD DETAIL SCHEDULE ME 07 -5%




35' ARM LENGTH @ﬁ 40' ARM LENGTH @ﬁ 45' ARM LENGTH (E)—\ 50' ARM LENGTH D)
B ® B ®
AE D @ @ D ©® C @ D D © ®® O D) ©
(R | (R (B H
17 13" 17' 22'
32l_3ll = 26' = 31' = 36' =
35| g 37!_3" g 42!_3" g 471_3u g
= 40 = 45' = 50' -
MIN. BOLT CIRCLE=1"5)4" MIN. BOLT CIRCLE=1-10" MIN. BOLT CIRCLE=1-10" MIN. BOLT CIRCLE=1-10"
MAX. MOMENT=101.4 K-FT MAX. MOMENT=111.4 K-FT MAX. MOMENT=121.4 K-FT Mﬁ g"ﬁg@?&? AKFT
MAX. SHEAR=4.6K MAX. SHEAR=5.1K MAX. SHEAR=5.6K : =.
Lo ok o5l bbb bbb o5k 5b% ook ook 555 5k ol
Feip 0w & N oWl O% Sine ol N o> oo o D
TTITT UL 117 T1T MR 1T TTT 1L TTY TTT T
o EL‘“) ul Jul -g 0 :_| 4’ im} 0 EH lul il Ind -S lal
\DETAIL 2/ \—DETAIL 2 / NDETA|L 2 / \—DETAIL 2 /
DETAIL 1</DETAIL 3 DETAIL 1~/DETAIL 3 DETAIL 1 DETAIL 3 DETAIL 3

DETAIL 1

55' ARM LENGTH °—\ ) MATERIAL DATA
® ® NOTE: COMPONENT ASTM_ | MIN. YIELD
@ ® ® ® © ALL ARM ATTACHMENTS DIMENSIONED FROM DESIGNATION | (KSI)
POLE SIMPLEX PLATE TUBE - 0.25", 0.44" WALL A572 GR.65 65
(BH 3] | 2] TUBE-3 GA. &7 GA. A595 GRA | 55
13" PIPE - 36
27 BASE PLATE & SIGNAL ARM ATTACHMENT A36 36
__ar g? m‘lx BI\%“TA EILRT(E%?E;ZMQFT ANCHOR BOLTS F 1554 55
52'-3 | MAX. SHE AR=6_1 K ) SIGNAL ARM CONNECTING BOLTS A325 -
55' ‘ ' FINISH COAT: TGIC OR URATHANE POLYESTER POWDER
COLOR: COCOABROWN  VALMONT SPEC: F-264D
B Lol Lok Lbio DESIGN CRITERIA: LOADING CHART
o %_) ?‘ﬂ% g;;lqlg gl‘l_mI: 1994 AASHTO STANDARD [pEVICE DESCRIPTION PROJ. AREA (FT%| WEIGHT (LBS)
5 s a = SPECIFICATIONS FOR STRUCTURAL ' ™7y 125 SEC. SIGNAL W/ BACKPLATE | 13.72 100
X N i . SUPPORTS FOR HIGHWAY SIGNS, [ (@) [24" X 24" SIGN 2.00 15
\_ LUMINAIRES, AND TRAFFIC SIGNALS C) 148" X 120" SIGN 40.00 400
DETAIL 2 / WIND VELOCITY: D) |12'-3 SEC. SIGNAL W/ BACKPLATE 8.67 60
DETAIL 1 DETAIL 4 80MPHISOTACH | ©® [LUMINAIRE 3.30 55
DETAIL NO. APPROVED BY: g
AL1076 d CITY OF AVONDALE TROMBONE STYLE ' ,baw,/ w. LA
. DATE: B~
STANDARD DETAIL SIGNAL MAST ARM oy o355




vone 4)"F" DIA. HEX HEAD "E" o
e TOP ARM bOLTS WiTH () — —
15" HALF WASHER PER BOLT 0.250
COUPLING I P THICK I
[ GUssETS of [ B
) 6" SCH.40 TYP : o=
P T 5 PPE. N\ | 35" SCH.40 ' S=p<TYP - UBE L
p PIPE(TYPY™* \{ ‘ Tue -~
= 73| | P25 SIGNAL ARM ATTACHMENT DATA
L MASTARM A "B" "c D" "E" "F"
ARM ﬁ { ? 35-0" 16.25" | 15.00" | 11.00" | 12.25" 1.50" 1.50" x 3.25"
40'-0" 17.25" | 16.00" | 12.00" | 13.25" 1.75" 1.50" x 3.75"
TUBE TYP T BOTTOM ARM 45-0" | 17.25° | 16.00" | 12.00" | 13.25" | 1.75" | 1.50" x 3.75"
DETAIL 1  USE 35" FOR 35 ARM DETAIL 3
SIGNAL ARM COUPLING DgiifLFzOR 35" ARM SIGNAL ARM ATTACHMENT
CONNECTING ELBOW & TYP. STRUT
END SECTION % BASE SECTION
HEAD BOLTS WITH AN
(1) WASHER PER sl 222
LT ,
.56 x .31 [ &
X 3 2 LONG X 3 GA, i
TYP | © BACK-UP RING -
=31 - 0.25
31 ARM SECTION DATA
" BASE SECTION END SECTION
DETAIL 4 23.00 ARM  ITENGTH[ THK. |LENGTH] GAUGE
; . 45'-0" 5-11" { 0.250" | 46'-1" 3
SIGNAL ARM ATTACHMENT (50' AND 55' ARM LENGTH) T o s
WELDED SIGNAL ARM SPLICE
DETAIL NO.

4 cityor avonpalE | TROMBONE STYLE SIGNAL AP?:EV . - /
| STANDARD DETAIL POLE DETAILS ME oyl 0¥ -SB

A1076-1




10-3/4" (120%")

10-3/4" (1205") .

<IN <IN L
i e
COPY CENTERED l\ COPY CENTERED ‘
+|  Dysart Rdal *| Rancho Santa e Blvd =l
. Y o . vd |
- f—] -
I E g Yy e o
> | 13100 W | = 113000 W )
T i + ‘
1 3" FRONT 15" i 1 3" FRONT 15" !
ey | ¥ g CUT SIZE 46 }4"x119 %" — e S CUT SIZE 46 )4"x119 %" .
—IN |
Dysart [Rad | |Rencho Santa Fe Bivd
BACK BACK
CUT SIZE 46 }%4"x119 %" CUT SIZE 46 %"x119 34"
DOUBLE FACE INTERNALLY ILLUMINATED STREET SIGN

CABINET: FACES:

EXTRUDED MMG12 ALUMINUM 12" DEEP WITH 1 1/2" RETAINERS, 3/16" WHITE POLYCARBONATE WITH FIRST SURFACE VINYL.

HINGED FACE WITH PROP ROD. BACKGROUND: 3M #3990 WHITE DIAMOND GRADE REFLECTIVE WITH 3M

#1177 GREEN EC OVERLAY. (REVERSED OUT WHITE GRAPHICS)

FINISH: FACES TO RECEIVE 3M #1160-A - GRAFFITI RESIST FILM.

PRIMED AND PAINTED TO MATCH CHOCOLATE BROWN POLES AND MAST ARM. LOGO: DIGITAL PRINT.
LLUMINATION: INSTALLATION:

LAMPS: (4) F120-T CW/HO AT 11" CENTERS. ACCORDING TO EXISTING POLE TYPE.

BALLAST: EESB 1040-14L (120V).

DETAIL NO. APPROVED BY: A7
A1077 g crry oF avonpace [ILLUMINATED STREET NAME(")7 7 0. Lo/
< DATE: 7

STANDARD DETAIL SIGNS




@

[ —
| —
| — ]

==il0)

SIGNAL MAST ARM
PER COA STD. DET. A1076

11/4" [1.25"] —

1

SIGNAL POLE
ﬁ COA STD. DET. A1075

21/32" [2.02"] ‘ C :

I

[~ 41/4" [4.23"]
f

57/32" [6.21"]

M T ==

|
|
ILLUMINATED SIGN ‘
i | 2" DIA HOLE THRU
PER COA STD. DET. AmA ’ _ B 16 (16) PLES
— 1] 1/4"-20
I UNC HOLE THRU
@10 11/32" [212.36']
FRONT VIEW (4) PLCS 14 34" [16_76..]/
6 1/2" [6.50"] 3/8" [0.38"] @\ 6 1/2" [6.50"]
1'-4 3/4" [16.76"] @’jﬁf@ ) ls 114" [8.25"] (REF)
o103 3/8" [0.38"] R . 1" 11.00" (REF
1172 [1.507 [212.76] B T TYR GD. == :@—@2 3/8" [2.36"] I — T [1.00"] (REF)
N T 51500 /(D Pt 141 13/32" [13.397] 1-10 5/8" [22.64']
I
\ 7 2 3/8"[2.36"] J VL
! L ‘ L ot ]ro7mr [12.88"]
2"[2.007] 2 3/8" [2.36"] — D 10" [10.00"] o :
] N\ SLOTTEDHOLE ) 1T
M1y 3/8"[0.38"] TYP. 4'-0 1/32" [48.03" THRU 5/8"0" s 5,00
10 _ 0 (8) PLCS 134" [1.75"
[1.75"]
00 9" [9.00"] 2 1/4" [2.25"] —
_H'E________E‘!IE_ 12251 ~— 7 1/2" [7.50"]
1'-2 1/2" [14.50"] 10" [10.01"] = == == =i 3/8"[0.38"1 TYP.  1'[12.00"
{ : .
NOTES: :l _— |— _T
1. ALL WELDS ARE FULL WELDS, 3/8" DEEP. 2 1/2 2,50} ——mo oo
2. SEE COA STD. DET. A1078-1 FOR MATERIALS 11/2" [1.507] l L o @1 1/4" [21.25]
LIST AND NOTES. 2" [2.00"] HOLE THRU
DETAIL NO.
g c1ry oF avonoare | ILLUMINATED SIGN POLE
Al078 || sranparo pETanL MOUNTING DETAIL




MATERIALS
ITEM|QTY DESCRIPTION MATERIAL PART #
1 1 BASE PLATE C10X15.5 CHANNEL, 2.6" FLANGE, STEEL
2 20 | ANGLE CUP 2 X2 X3/8" X1.5" LONG, ANGLE, STEEL
3a 1 TOP OUTSIDE CLAMP PLATE 17" X 8.5" X 3/8" THICK, STEEL PLATE
3b 1 TOP INSIDE CLAMP PLATE 17" X 12" X 3/8" THICK, STEEL PLATE
3c 4 LARGE GUSSET 5" X 2.5" X 3/8" THICK, STEEL PLATE
3d 2 END PLATE 13" X 12" X 3/8" THICK, STEEL PLATE
3e 2 SMALL GUSSET 2.5" X 2.5" X 3/8" THICK, STEEL PLATE
3f 1 BOTTOM OUTSIDE CLAMP PLATE | 17" X 8.5" X 3/8" THICK, STEEL PLATE
39 1 BOTTOM INSIDE CLAMP PLATE 17" X 12" X 3/8" THICK, STEEL PLATE
NOTES:
1. SIGNS TOBE 6 FT. HORIZONTAL AND 12 FT. VERTICAL FROM HIGH VOLTAGE WIRES.
2. SIGNS TO BE U.L. LABELED AND COMPLY WITH ART. 600, NEC.
3. SIGNS TO BE ON SEPARATE CIRCUIT WITH UNDERGROUND FEEDER.
4. PROVIDE PEDESTRIAN PROTECTION DURING SIGN ERECTION PER SEC. 33086, IBC
5. STRUCTURAL ALUMINUM 6061-T6, Fb=19000. PSI.
6. RED HEAD THRU BOLT WEDGE ANCHORS OR APPROVED EQUAL PER ICBO # ER-1372, INSTALL PER MANUF.
SPECIFICATION.
7. HILTIHY 150 EPOXY ADHESIVE OR APPROVED EQUAL PER ICBO 5193 INSTALL PER MANUF. SPEC.
8. HILTI KWIK BOLT-1i OR APPROVED EQUAL PER ICBO 4627 INSTALL PER MANUF. SPEC.
9. PREDRILL ALL HOLES 1/8' 0 SMALLER THAN DIAMETER OF LAG SCREWS AND COVER WITH MASTIC

—_

0. DESIGN WIND LOAD 80 MPH EXP. "C".

DETAIL NO.

| CITY OF AVONDALE ILLUMINATED SIGN POLE "l .4 /-.,.

A1078-1 STANDARD DETAIL MOUNTING DETAIL T oniow- o‘%




PUE

R/W R/W R/W , , RIW
25 25 PUE PUE 30 30
L8 o S
\ I I / \
I |
I I
I I
| L |
2!_ " l_ "
| I | *6 — 2*6 |
17 17 I : . .
|
B/C B/C | | 2 ] BIC BIC 2
; | [} L
I I
| | 1 1
5' 5
MIN. MIN.

A1000 LOCAL STREET SECTION

* DIMENSION TO CENTER OF POLE

A1001 LOCAL STREETSCAPE SECTION

PUE

DETAIL NO.

A1080

@ CITY OF AVONDALE

5 | STANDARD DETAIL

PREFERRED STREET LIGHT
LOCATION (LOCALS)

Dl . LAl

4
il

DATE:

7

E ooylor-se




30"
N /\:

| PUE

I

L

| I

| 21’
| 3 B/C
l

|

|

|

|

I

A1002 INDUSTRIAL COLLECTOR SECTION

UNLESS OTHERWISE NOTE:

76"

MIN.

COMMERCIAL / INDUSTRIAL COLLECTOR STREET TO USE SHOE BOX STYLE

(D IN SOME CASES, AT THE DIRECTION OF THE CITY ENGINEER, STREET LIGHTS
MAY ONLY BE REQUIRED ON ONE SIDE.

* DIMENSION TO CENTER OF POLE

76"
MIN.

A1003 MINOR COLLECTOR SECTION

40 40' R/W
8 l
/ \ PUE |
|
l
-
5 L 5' | |
* *
B/C B/C _’ MIN |
TS \l
|
|

DETAIL NO.

A1081

gl CITY OF AVONDALE
—~ STANDARD DETAIL

PREFERRED STREET LIGHT
LOCATION (COLLECTORS)

APPROVED 8Y: -/ 7




PUE 50' 50 PUE
| 8 8 !
I ]
] ] f 1 § | |
L o
: 36" 36" :
1 ™ =~ = !
} | * 37 ) 37 * | !
L2 B/C BIC I
: MIN. MIN :
|
L L
_|_.———| —j == == | e ]
| | |
1 |

PUE 65’ | 65' PUE

@
@

15-7" 38' 38' 157"
i * B/C B/C * X
o
I T |
11 7'-4 7'-4" 11 MIN.
* | *
1 |
iy e CEZ=S==== ==REEE ======g7 Lz T

|
A1006 PHASED ARTERIAL OUTSIDE WIDENING SECTION

MEDIAN PLACEMENT IS THE PREFERRED LOCATION FOR STREET LIGHTS.
ALTERNATE PLACEMENT OF STREET LIGHTS IS BEHIND CURB AND GUTTER.

* DIMENSION TO CENTER OF POLE

DETAIL NO. APPROVED BY;, . 7
b g CITY OF AVONDALE | PREFERRED STREET LIGHT LOCATION| ba - w. /
A1082 D § STANDARD DETAIL (COLLECTOR / ARTERIAL) M oylor-SB




PUE 6% i 65 | PUE
Ii i /‘E\<® D\/% @//m\ i li
| ] 47 4.7 i :

. .
! BIC BIC |
o 179 | 179 Do
b2 * * 2,

! MIN. | [ " » | T ™MIN !
i i IR
A1005 PHASED ARTERIAL INSIDE WIDENING SECTION
RW 65" ? 65’ W
PUE | PUE
- Ve -
| */‘4:7\@ @/:'\* |
i : 49' 49' : i
! BIC BIC I
b 6-9" 6-9" Lo
b2 | * * 2
| MIN. MIN. !

A1007 ARTERIAL SECTION

(1) MEDIAN PLACEMENT IS THE PREFERRED LOCATION FOR STREET LIGHTS.
(2) ALTERNATE PLACEMENT OF STREET LIGHTS IS BEHIND CURB AND GUTTER.

* DIMENSION TO CENTER OF POLE

B g C17Y OF avonpaLe [ PREFERRED STREET LIGHT APEMD‘BY:'M, / /
A1083 |py stavparoperai| [ OCATION (ARTERIALS) | ov-ov-5%




METAL BASE COVER
—\

-
r- -u |
|

4-1"0x §| A-36
4"

ANCHOR BOLTS
;@11"@ BOLT CENTER

GROUT UNDER BASE—.__
-
|j ':: 1t ::l e \—FINISHED GRADE
2 "
— I l‘\ 343 TiEs| 24
| 1 | | ToP 12"
1 OF PIER
|1 1 B——L—ToPULLBOX
| 1" SCH. 40 PVC
| il | 18" BENDS
NOTES:
76" | | [~ ™ T 4—3000 PSI CONCRETE MAG A
1. REINF A615 GRADE 60 EXCEPT #3 GRADE 40
2. TOP OF FOUNDATION SHALL BE FINISHED WITH A SMOOTH SURFACE WITH A 1" CHAMFERED | | )
EDGE. - _|<_4 - #7 VERTS AND #3 TIES @14
3. POLE FOUNDATION SHALL CURE FOR 14 DAYS BEFORE INSTALLING LIGHT POLES, —
4. ALL FINISHED POLE FOUNDATIONS SHALL BE AT SIDEWALK GRADE. | |
5. ANCHOR BOLTS SHALL BE FULLY GALVINIZED PER ASTM A-153,
6. CONCRETE PLACEMENT SHALL FOLLOW MAG SPECIFICATIONS. I——
7. DONOT FREEFALL CONCRETE IN EXCESS OF 5. "
8. AVIBRATOR SHALL BE USED TO DISTRIBUTE CONCRETE & REDUCE AIRVOIDS. | | IE
9. MAXIMUM SLUMP SHALL NOT EXCEED 5", O T
10. GROUT BASE AFTER POLE HAS BEEN LEVELED. 3 — —
11. TOP 1' OF FOUNDATION SHALL HAVE A 24" & SONATUBE IN PLACE WHEN POURING CONCRETE. ]
REMOVE FORM AFTER CONCRETE HAS CURRED. o 24" % 3
DETAIL NO. APPROVED BY: AN Ay K
A1084-1 d CITY OF AVONDALE SHOE BOX STYLE STREET [} .70 L4/
- TANDARD DETAIL DATE: g 1
S TAL LIGHT FOUNDATION oH-0F 0B




11"

J o
oo
5" X 5" X 188 .
L STRUCT. TUBE 12
BASE PLATE
32 ~ DOUBLE LUGS

NOTES:
™~ 6"X.188 SQUARE TUBE

1. ALL WELDS SHALL BE GROUND SMOOTH, AND ALL BURRS AND
SHARP EDGE SHALL BE REMOVED PRIOR TO PAINTING.

2. ALL HARDWARE IS TO BE FURNISHED WITH POLE. HARDWARE
SHALL BE CORROSION RESISTANT. 1/4" TAPPED

3. SURFACES TO BE PAINTED SHALL BE CLEANED OF ALL RUST, HOLE
SCALE, FOREIGN MATERIAL, OIL, AND GREASE.

4. PRIMER COAT IS TO BE INTEGARD 475 EPOXY, OR APPROVED
EQUIVALENT, APPLIED TO ENTIRE POLE. MINIMUM DRY COAT
THICKNESS SHALL BE 2-3 MIL.

5. FINISH COAT SHALL BE VALSPAR 54 SERIES URETHANE (BRONZE),
OR APPROVED EQUIVALENT. MINIMUM DRY COAT THICKNESS TO
BE 4 MILS.

6. INSTALL GROUNDING CONNECTOR, ILSCO TAG-S OR EQUIVALENT
WITH 1/4" ROUNDHEAD ALLEN DRIVE MACHINE SCREW AND NUT.

7. BASE PLATE SHALL BE 1"X12"X12" WITH 1-1/16"@ HOLES ON 11"
B.C.

e 3"X5" REINFORCED
K HANDHOLE W/COVER

f

5"

&

&

30"
24"

1" SCH. 40 PVC DETAIL "A"

3 WA

POLE FOUNDATION
SEE COA STD. DET.
A1084-1

ST CITY OF AVONDALE SHOE BOX STYLE STREET

A1084-2 85—~ STANDARD DETAIL LIGHT POLE




—____ N DY

] ‘ \ 6“ 8
- . 1" 1/2" ALLEN HEAD SET =
SCREW (TYP OF 4) 3
(9]
METAL CAP WITH TOP VIEW
[ WATER TIGHT SEAL

N

N

—
N\
AN
/\ I
OMIT FOR SINGLE \ N

\ =
ARM POLES \ ;

= 2-3/8" SCH 40
? |_|/ \I ™
2-3/8" O.D. N\
1/2" ALLEN HEAD SET

SCREW (TYP OF 4) \] T 3" SQ. TUBE .188" THICK
[{e] N ' :
NN v

8'

nd
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i = g H DETAIL OF JOINT
2/ 5y BETWEEN PIPE AND
5-1/2" SQ. TUBE .188" THICK SIDE VIEW PLATE AT END OF TUBE

NOTES:

1. ALL WELDS SHALL BE GROUND SMOOTH, AND ALL BURRS AND SHARP EDGES SHALL BE REMOVED PRIOR TO PAINTING.

2. SURFACES TO BE PAINTED SHALL BE CLEANED OF ALL RUST, SCALE, FOREIGN MATERIAL, OIL, AND GREASE.

3. FINISH COAT SHALL BE VALSPAR 54 SERIES URETHANE (BRONZE) OR APPROVED EQUIVALENT.

4. USE WITH A-1000 ON COMMERCIAL COLLECTORS AND ARTERIAL STREETS.

DETAIL NO.

i 11y or avorpae | SHOE BOX STYLE STREET ,bl;/m L ik
Y STANDARD DETAIL LIGHT MAST ARM DATE: oy- 6% - 0‘%

A1084-3




PHOTOCELL SEE
DETAIL A-1089

=—— —

NOTES:

1.

HOUSING SHALL BE OF ONE PIECE, FORMED ALUMINUM ON UPPER
PORTION OF UNIT. DOOR FRAME TO BE MANUFACTURED OF
EXTRUDED ALUMINUM WITH CONCEALED HINGES AND TWO QUICK
RELEASE LATCHES. UNIT SHALL HAVE PLUG IN STARTER.

FINISH - EXTERNAL FINISH SHALL BE OF THERMOSET ENAMEL,
BRONZE IN COLOR.

ALL FIXTURES SHALL BE SUPPLIED WITH PHOTOCELL SOCKET,
PHOTOCELL AND LAMP.

ALL FIXTURES SHALL HAVE A DECAL SHOWING WATTAGE OF
FIXTURE WITH 2" BLACK LETTERING ON YELLOW BACKGROUND

APPROVED MANUFACTURERS ARE:

GE LIGHTING SYSTEMS

DSMF25S0A2GMC3DBC, 120/208/240/277 VOLT BALLAST (250 WATT)

AMERICAN ELECTRIC

U-5630069 120/208/240/277 VOLT BALLAST (250 WATT)

OR CITY APPROVED EQUALS

ATTACHED BETWEEN LENSE AND POLE ON BOTTOM OF FIXTURE.

THIS DECALL SHALL BE VISIBLE FROM THE STREET.

DETAIL NO.

A1084-4

CITY OF AVONDALE

SHOE BOX STYLE

STANDARD DETAIL STREET LIGHT FIXTURE

Dl w. L AL A

DATE: =
oy o¥-s
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4 1/2 X .125

9"6"

38"6"

CFSIMPLEX FITTING
A
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20'
6 5/8" x .188

8"0"

TN
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41/

11/4" DIA. HOLE 180
DEGREES FROM ARM
ATTACHMENT (WIRE
ENTRY)

DETAIL "A"

REDUCED END
SECTION

[ B =11
C: 6"

DETAIL "B" &

1/4" TAPPED

HOLE

o
——/

36"

777777

66"

1/2" BREATHER —
HOLE (6" A.F.G)

6. - 6"
EMBEDMENT

DETAIL "D"

1.D. CAP

ATTACHED WITH 1/4"
ALLEN HEAD SCREW

SIMPLEX FITTING

DOUBLE LUGS

IIC"

:

[
L5

O
>

11/2"1.D. 6" LONG PIPE
FOR CONDUIT ENTRANCE

NOTES:

1. CONDUIT ENTRANCE TO BE MADE OF 1 1/2" MIN. I.D.
PIPE. IT SHALL BE FLUSH WITH FACE OF POLE AND
WELDED AT A 45 DEGREE ANGLE. REMOVE ALL
BURRS.

2. THE HAND HOLE TO BE 4" X 3" WITH 1 1/2" RADII. THE
HAND HOLE COVER TO BE 4" X 6" X 16 GAUGE WITH
2" RADII AND BENT SLIGHTLY SMALLER THAN THE
POLE. THE COVER IS TO BE SECURED WITH (2) 1/4"
STAINLESS STEEL TAMPER PROOF SCREWS,
SUPPLIED BY MANUFACTURER.

3. AFTER FABRICATION, THE POLE SHALL BE
SANDBLASTED TO REMOVE ALL LOOSE SCALE,
RUST, CORROSION PRODUCTS, GREASE, DIRT,
AND OTHER FOREIGN PRODUCTS.

4, AFTER SANDBLASTING THE POLE SHALL BE
GALVANIZED PER ASTM A123, LATEST EDITION,
ZINC (HOT GALVANIZED) COATING ON THE
PRODUCTS FABRICATED FROM ROLLED, PRESSED
AND FORGED STEEL, PLATES, BARS AND STRIPS.

5. AFTER GALVANIZING, THE BOTTOM 7 FEET OF POLE
SHALL BE CONFORMABLY HALF LAP TAPED WITH
SCOTCH 50 CORROSION PROTECTION TAPE OR
EQUIVALENT.

DETAIL NO

A1085-1

Dagll CITY OF AVONDALE

STANDARD DETAIL

APS STREET
LIGHT POLE

DATE: S -
o 0%7.’-5?;:7‘0%




8"

SHALL
ACCEPT A
STANDARD
2" MAST
ARM

6"

2 3/8" O.D. STANDARD SCH. 40 PIPE

FEMALE SIMPLEX

3!

14"
. 5 1.3/4" DIA.
E:#"TFI’;EX CONTINUOUS — ’!T = !
WELD TO } &
POLE - =
/. T
2ND SIMPLEX AT 180° :sz" X 5/8" HEX N
HEAD CAP DRILL AND
SCREW TAP FOR 1/2"
NOTES: MALE SIMPLEX  CAPSCREW

1. ALL WELDS SHALL BE GROUND SMOOTH, AND ALL BURRS AND SHARP EDGES SHALL BE REMOVED
PRIOR TO GALVANIZING.
2. SURFACES TO BE GALVANIZED SHALL BE CLEANED OF ALL RUST, SCALE, FOREIGN MATERIAL, OIL,

AND GREASE.

3. FINISH COAT SHALL BE GALVANIZED PER ASTM A-123 OR APPROVED EQUIVALENT.

4. USE WITH A-1085-1.

DETAIL NO.

A1085-2

STANDARD DETAIL

APS STREET LIGHT

MAST ARM
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i //l//
i - g NOTES:
e ) w
SEE DETAIL "A" ~\{] . 1 — = = 1.ALL WELDS SHALL BE GROUND SMOOTH, AND
: ']_ y ¥ / ALL BURRS AND SHARP EDGES SHALL BE
7'OF 4" 1.D. o THREE 1/2" ALLEN / REMOVED PRIOR TO PAINTING.
PIPE .188" © 1" HOLE HEAD SET SCREWS 14 2.ALL HARDWARE IS TO BE FURNISHED WITH POLE.
MIN WALL WITH SPACED 120 DEGREES g HARDWARE SHALL BE CORROSION RESISTANT.
/(\ NEOPRENE APART HORIZONTALLY [ 3.SURFACES TO BE PAINTED SHALL BE CLEANED
SEE DETALL "8"~ \{ P INSERT AND 1 1/2" APART 4 OF ALL RUST, SCALE, FOREIGN MATERIAL, OIL
VERTICALLY. - AND GREASE.
10' OF 5" 1/4" HOLE 11/16" THRU HOLE P 4.PRIMER COAT IS TO BE URECAL NO. 1001, OR
PIPE .188" : DRILLED APPROVED EQUIVALENT, APPLIED TO ENTIRE
MIN WALL g AND TAPPED DETAIL "A" DETAIL "B" T?ALlLE MINIMUM DRY COAT THICKNESS SHALL BE
20T. :
DOUBLE LUGS 5.AFTER THE POLE HAS BEEN PRIME COATED, THE
1 5 POLE BUTT SHALL BE CONFORMABLY HALF LAP
/( A = TAPED WITH SCOTCH 50 CORROSION
SEE DETAL"B"~" ™ 4" PROTECTION TAPE, OR EQUIVALENT, FROM A
— POINT 2" BELOW THE BREATHER HOLE TO THE
16' OF 6" TR BOTTOM OF THE POLE.
PIPE .188" 1/4" ,L< . 6.FINISH COAT SHALL BE URECAL 9179 (GRAY) OF
MIN WALL TAPPED Y I 96104 (BLACK), OR APPROVED EQUIVALENT,
HOLE B ! APPLIED FROM THE TOP OF THE POLE TO A
5 - [ " o POINT ONE FOOT BELOW THE BREATHER HOLE.
SEEDETAIL'C'\ s © : . MINIMUM DRY COAT THICKNESS TO BE 2 MILS.
’ 5 ;225 T 7.INSTALL GROUNDING CONNECTOR, ILSCO TA6-S
- N ¥ OR EQUIVALENT WITH 1/4" ROUNDHEAD ALLEN
. Léi N 112" BREATHER /] DRIVE MACHINE SCREW AND NUT.
L 5) © HOLE (6" } O 8.FASTEN COVERPLATE WITH 1/4" ROUNDHEAD
o N AF.G) r— OTO\/ ALLEN DRIVE MACHINE SCREWS. POLE TO BE
= DRILLED AND TAPPED TO ACCEPT THIS SCREW.
DETAIL "C"
DETAIL NO. APPROVED BY:j ‘ ]
A1086-1 d CITY OF AVONDALE SRP STREET ,&W/ w. LA w
- s ) : .- 7
STANDARD DETAIL LIGHT POLE PATE o4 oF A




MAST ARM TO BE 2" SCHEDULE 40

PIPE MIN. WALL THICKNESS .154" T

WELD

\ 1/4" X 4 1/2" DIA. STEEL PLATE
\ LA

\ 3-1/2" SCHEDULE 40 PIPE
MIN. WALL THICKNESS .226"

NOTES:

1. ALL WELDS SHALL BE GROUND SMOOTH, AND ALL BURRS AND SHARP EDGES SHALL BE REMOVED PRIOR TO GALVANIZING.
2. SURFACES TO BE GALVANIZED SHALL BE CLEANED OF ALL RUST, SCALE, FOREIGN MATERIAL, OIL, AND GREASE.

3. FINISH COAT SHALL BE GALVANIZED PER ASTM A-123 OR APPROVED EQUIVALENT.
4. USE WITH A1086-1.

DETAIL NO.

ol CITY OF AVONDALE SRP STREET LIGHT

A1086-2 STANDARD DETAIL MAST ARM

DATE:

oH-oF ;b??é,.




~ /— POLE

PER UTILITY COMPANY STANDARDS

* * PULLBOX PROVIDED BY UTILITY
COMPANY INSTALLED BY
CONTRACTOR PER UTILITY
1 COMPANY STANDARDS
*
| 12" AUGERED A -
:%I'f/é(;’gmg o \Z;I;I;I; J PER UTILITY COMPANY
o N STANDARDS
ABC BACKFILL COMPACTED — | [+«
PER M.A.G. SPECS. o I
8" X 8" MIN. CONCRETE BLOCK—\
e %" DIA. X 8'
R : COPPERCLAD GROUND
10" ROD SEE GROUNDING
DETAIL FOR APS OR SRP
1" CAREFLEX LIQUIDTIGHT
FLEXIBLE NONMETALLIC
CONDUIT OR APPROVED .
EQUAL SEE POLE DETAILS
FOR DIMINSION
*%
SEE CONSTRUCTION NOTES
v FOR POLE SETBACK

DETAIL NO.

gl CITY OF AVONDALE STREET LIGHT EMBEDMENT Mﬁw m }'

STANDARD DETAIL DETAIL N oy ¥ - o

A1087




’-_/ PHOTOCELL RECEPTACLE

FIXTURE HOUSING SHALL BE OF DIE CAST ALUMINUM WITHOUT SEAMS OR WELDS ON UPPER HALF OF UNIT. ALL ELECTRICAL COMPONENTS SHALL BE SECURELY
ATTACHED TO THE UPPER HALF OF THE UNIT. ALL ELECTRIC COMPONENTS SHALL BE SECURELY ATTACHED TO THE UPPER HALF OF THE UNIT. LOWER HALF OF
HOUSING SHALL BE HINGED ON INTEGRALLY CAST PIN HINGE AND SECURED WITH LATCH FOR ONE HANDED OPERATION. FIXTURE SHALL INCLUDE REMOVABLE
BALLAST TRAY. EXTERNAL FINISH SHALL BE BAKED ENAMEL, COLOR TO MATCH POLE, APPLIED BY ELECTROSTATIC PROCESS.

MOUNTING SHALL BE BY INTEGRAL SLIP FITTER FOR 1-3/8" TO 2-3/8" DIAMETER MAST ARMS.

FIXTURE SHALL MEET L.E.S. TYPE Il OR Il MEDIUM CUT-OFF.

APPROVED MANUFACTURERS:

GENERAL ELECTRIC

100 WATT HPS - M2AC10S0A2GMC22
150 WATT HPS - M2AC15S0A2GMC32
250 WATT HPS - M2AC25S0A2GMC32
OR CITY APPROVED EQUAL

ALL FIXTURES MUST BE SUPPLIED WITH PHOTOCELL RECEPTACLE, PHOTOCELL AND LAMP.

FIXTURE SHALL HAVE A PLUG-IN STARTER/IGNITOR AND A HPF MULTI-TAP BALLAST.

ALL FIXTURES SHALL HAVE A DECAL SHOWING WATTAGE OF FIXTURE WITH 2" BLACK LETTERING ON YELLOW BACKGROUND ATTACHED BETWEEN LENS AND
POLE ON BOTTOM OF FIXTURE. THIS DECAL SHALL BE VISIBLE FROM THE STREET.

DETAIL NO.

A1088

@ CITY OF AVONDALE

STANDARD DETAIL

HPS COBRAHEAD FIXTURE

Al




1.843"
BASE
SURFACE

CROSS-LINKED

POLYPROPLYENE GASKET

|—
L .
N4 w0
(7] ~—
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2 { ]
" f
A=
U.V. STABILIZED / | [T~ SOLIDBRASSTHREETERMINAL | o2
FILTERING WINDOW ™wisTPLUG N e
NOTES NORTHSIDEVIEW L S=—==
NOTES: BOTTOM VIEW
PHYSICAL: ELECTRICAL:
ENVIRONMENTAL
SIZE SEE DRAWING SUPPLY VOLTAGE 105-285 VOLTS, 50/60HZ AC AMBIENT TEMPERATURE RANGE -65 DEGREES FAHRENHEIT TO
WEIGHT APPROX. 7 OZ. GROSS RATINGS LOAD 1800VA MAX. SPST, N.C. +158 DEGREES FAHRENHEIT
CHASSIS ~ MOLDED PHENOLIC WITH3  INRUSH CURRENT 130 AMPERES AT 120 VOLTS 65 MOISTURE RESISTANCE 100% RELATIVE HUMIDITY
POLE TWISTLOCK PLUG AMPERES AT 240 VOLTS
WITH CROSS LINKED OPERATING LEVELS TURN ON AVERAGE 1FC. + 2FC
POLYETHYLENE GASKET. TURN ON MAXIMUM 1.8FC
HOUSING  U.V. STABILIZED RATIO AVERAGE 3
POLYPROPYLENE WITH CONTROL POWER 3.2 WATTS, MAX. (2.75 AVERAGE) AT
ACRYLIC WINDOW WITH 240 VAC.
ULTRAVIOLET INHIBITOR.  DIELECTRICAL STRENGTH 5 KV MIN. BETWEEN ANY CURRENT APPROVED MANUFACTURERS:
COLOR DARK BRONZE CARRYING PART AND METAL
MOUNTING SURFACE. FISHER PIERCE
LIGHT ARRESTOR DELUXE-CONTROLLED TYPE EXPULSION 120V 7762-EPSTD
ENCLOSED 2.0 KV SPARK OVER MIN. TYPE 240V 7772-EPSTD
10,000 AMPS FOLLOW THROUGH
PHOTOCELL HERMETICALLY SEALED CDS CELL, PRECISION
MINIMUM SURFACE AREA .75 SQUARE 120V 8662-ELTD
INCHES 240V 8672-ELTD
TIME DELAY OFF CYCLE ONLY, 3 TO 30 SECONDS
DETAIL NO. APPROVED BY: i
CITY OF AVONDALE PHOTOCELL ,b o . ._
A1089 STANDARD DETAIL A oy oy -8




%" X 2-%" PENTA-HEAD

PULL BOX TO BE SET PER BOLT WITH 0.56 INCH FLATS
POWER COMPANY
REQUIREMENTS
R LT
[ i ‘
. o]
17"
14"
3/4"— |=—
I
N
CONDUIT & CABLE 718" ——=="50-1/g"
PER POWER 21"
COMPANY SPECS.

1" CARFLEX TO POLE

MID-SECTION SIDE VIEW  MID-SECTION END VIEW

10"
© SEE NOTE 1
=Q 4"
b
.
11-1/2"
8-1/2"
34
S
) PRE-MIX GROUT (OR
7/8"—~| I—15-1/8" SPECIFIED IN 8601 SECTION
16" 23.0 OR HAND MIXED

EQUIVALENT, APS STD'S.)
1" CARFLEX TO POLE

JUNCTION BOX

PLASTIC JUNCTION BOX

JUNCTION BOX

INSTALLATION SRP AREA

NOTES:

1. BACKFILL WITH EXCAVATED MATERIAL AND THOROUGHLY COMPACT.

2. WHERE PULL BOXES ARE INSTALLED IN CONCRETE AREAS, 1/2" PRE-
MOLDED EXPANSION JOINT SHALL BE INSTALLED AROUND PULL BOX.

3. CONDUCTORS SHALL HAVE A MINIMUM OF 36" SLACK FROM CONDUIT
AND BELL.

4. WHERE A PULL BOX EXTENSION 1S NEEDED, TWO PULL BOXES MAY
BE STACKED ONE ON TOP OF ANOTHER.

5. HANDHOLES ARE TO BE INSTALLED FLUSH WITH FINAL GRADE.

INSTALLATION APS AREA

6. INSTALL THIS NONTRAFFIC-BEARING HANDHOLE OUTSIDE OF CONCRETED
AREAS, OR PEDESTRIAN AND VEHICULAR TRAFFIC AREAS.

7. COMPACTION BENEATH AND AROUND HANDHOLE SHALL BE A MINIMUM
OF 85 PERCENT OF THE MAXIMUM DENSITY PER MAG SPECIFICATIONS..

8. DIMENSIONS ARE APPROXIMATE DUE TO VARIATIONS BETWEEN
MANUFACTURERS.

9. THIS HANDHOLE IS SUITABLE FOR USE WITHOUT JUNCTION BARS OR WITH
THE TWO-POSITION JUNCTION BARS OR FOR MAINTENANCE OF
HANDHOLES EXISTING WITH FOUR-POSITION JUNCTION BARS.

DETAIL NO.

A1090

g CITY OF AVONDALE
STANDARD DETAIL

JUNCTION BOX DETAILS

DATE: 7

oY-0¥-08




HAND HOLE COVER OMITTED _— #14 SOLID COPPER BOND UP

FOR CLARITY POLE TO LUMINAIRE

#6 SOLID BOND MOUNTED (APS |~ #14 SOLID BOND MOUNTED TOA
AREA) #8 SOLID BOND MOUNTED ™ GROUNDING LUG TO MAKE A
(SRP AREA)TO A GROUNDING LUG TIGHT AND SOLID BOND TO POLE

TO MAKE A TIGHT AND SOLID

BOND TO POLE

|_—#14 SOLID COPPER BOND
FINISH GRADE —/
\—PULL BOX

#6 SOLID COPPER BOND (APS

5/8" DIA X 8' COPPERCLAD

AREA) #8 SOLID COPPER BOND
GROUND ROD (SRP AREA)

(SRP AREA) TOA5/8"DIA. X8’
COPPERCLAD GROUND ROD

/
I
5/8" DIA X 8' COPPERCLAD GROUND }:

(APS AREA) GROUND ROD INSIDE PULL BOX
POLE GROUNDING DETAIL

1" CARFLEX CONDUIT
NOTE:

NOTES:

1.

ALL SPLICES SHALL BE DONE USING A BLACKBURN WR-7, WR-9, WR-189, OR WR-279 H TYPE
CRIMP CONNECTOR. CRIMPING SHALL BE DONE USING A BURNDY TOOL NO. 0S8-50 WITH 5/8" DIE
SHALL BE USED TO CRIMP THE WR-7 WR-9. ABURNDY TOOL NO. MD6-8 WITH O DIE SHALL BE
USED TO CRIMP THE WR-189. A BURNDY TOOL NO. MD6-8 WITH D3

DIE SHALL BE USED TO CRIMP THE WR-279.

ALL POLES (APS AREA) SHALL BE WIRED USING TWO (2) #14 AWG TYPE THHN/THWN SOLID
COPPER CONDUCTORS, 600 VOLT, NEC APPROVED AND ONE (1) #14 SOLID BARE COPPER BOND
WIRE. WIRES SHALL RUN FROM THE LUMINAIRE TO A MINIMUM OF TWELVE (12) INCHES
BELOW POLE HAND HOLE, FOR TERMINATION.

ALL POLES (SRP AREA) SHALL BE WIRED USING TWO (2) #14 AWG TYPE THHN/THWN SOLID
COPPER CONDUCTORS, 600 VOLT, NEC APPROVED AND ONE (1) #14 SOLID BARE OR GREEN
COPPER BOND WIRE. BOND WIRE SHALL RUN FROM THE LUMINAIRE TO A MINIMUM OF TWELVE
(12) INCHES BELOW POLE HAND HOLE, FOR TERMINATION. CONDUCTORS SHALL RUN FROM
LUMINAIRE TO PULL BOX.

ALL STREETLIGHT CONDUCTORS AND BOND WIRES SHALL BE COPPER. CONDUCTORS FROM
PULL BOX TO HAND HOLE SHALL BE AWG TYPE UF INSULATION. CONDUCTORS FROM HAND
HOLE TO LUMINAIRE SHALL BE AWG TYPE THHN/THWN. ALL CONDUCTORS SHALL BE STRANDED
AND ALL BOND WIRES SHALL BE SOLID.

-
= CONTRACTOR SHALL INSULATE FUSE
A HOLDERS W/ SCOTCH 33+ TAPE OR
A HEATSHRINK TUBBING NOTE: FUSE ONLY
(2) #14 AWG THHN/THWN UNGROUNDED CONDUCTOR
COPPER CONDUCTORS UP || /¢
POLE TO LUMINAIRE. POWER COMPANY'S
BLACK & WHITE 120V / CONDUCTORS
_— SPLICE DONE BY POWER
/ COMPANY
FINISHED GRADE N_PULL BOX
BUSMAN TRON TYPE FUSEHOLDER
\ AND A 5 AMP KTK FUSE HEB
1" CARFLEX CONDUIT FUSEHOLDER FOR 120V HEX
APPROVED EQUAL: LITTELFUSE LEB TYPE FUSEHOLDER FOR 240V

FUSEHOLDER AND A 5 AMP KLK FUSE
POLE FUSING DETAIL (SRP)

(2) #14 AWG THHN/THWN COPPER
CONDUCTORS UP POLE TO LUMINAIRE.

HAND HOLE COVER \

OMITTED FOR BUSMAN TRON TYPE FUSEHOLDER
CLARITY AND A 10 AMP KTK FUSE HEB
PRy FUSEHOLDER FOR 120V HEX
=] FUSEHOLDER FOR 240V

#14 AWG TYPE UF—‘
CONDUCTORS
v CONTRACTOR SHALL INSULATE
FUSE HOLDERS WITH HEAT

SHRINK TUBING NOTE: FUSE

FINISH GRADE UNGROUNDED CONDUCTOR ONLY

NOTE: IN ADDITION TO FUSING BEHIND APPROVED EQUAL:

HAND HOLE, INSTALL 15 AMP KTK LITTELFUSE LEB TYPE

FUSE(S) IN ADJACENT PULL BOX. FUSEHOLDER AND A
10 AMP KLK FUSE

POLE FUSING DETAIL (APS)

DETAIL NO.

= OF AVONDALE FUSING AND GROUNDING [P, ¢ 44/
A1091 STANDARD DETAIL DETAILS M oy 6P -5B




